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detergents
Fila detergents clean all surfaces with 
all the effectiveness and delicacy that is 
required.

They remove all building-site residues, 
efflorescences, oxidation from prior 
treatments and all kinds of stains: oily, 
greasy, organic and coloured stains. With 
no limits.  

They are easy-to-use, respectful to users 
and delicate on materials. They leave a 
pleasant fragrance and above all they 
always ensure maximum effectiveness.

Never again impossible dirt.

DETERGENTS
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ADVANTAGESWHAT IT’S FOR HOW TO USE IT

DETERDEK
CONCENTRATED ACID DETERGENT

TERRACOTTA
QUARRY TILES
PORCELAIN TILES
GLAZED CERAMIC TILES
ACID-RESISTANT 
STONE SURFACES

Dilution: between 1:5 and 1:10 according to 
the level of dirt to be removed. 

Application: 
Washing after laying: wet the surface 
well with water before washing. Then use 
DETERDEK diluted at a ratio of 1:5 or 1:10 (1 
litre of product in 5 or 10 litres of water). Apply 
the solution a few square metres at a time, 
then add, allow contact time of 5 minutes, 
then work with a single disc cleaner or large 
brush. Remove all residues using a cloth or 
liquid vacuum and rinse with plenty of water. 
Should any stubborn dirt remain, repeat the 
wash with more concentrated solutions.
For extraordinary maintenance on outdoor 
surfaces with clear signs of ageing (smog, 
dust...): dilute 1 litre of product in 10 litres 
of water. Then follow the same application 
procedures described above.  

 Buffered acid, does not produce harmful 
fumes for the user and the environment: it 
dees not contain hydrochloric acid.

 Does not change the appearance or colour of 
materials.

 It cleans but does not attack.
 Does not affect grouting.
 Does not ruin profiles or items in aluminium 
and steel (kitchen hoods, pipes...).

 Can be used on many surfaces, terracotta, 
porcelain and ceramic tiles, and acid resistant 
stone.

 Has many functions: it can clean and remove 
deposits according to dilution.

 It is also effective in removing grout residues.

 Removes post-application deposits 
and building-site dirt.

 Eliminates saline efflorescences from 
terracotta.

 Eliminates lime-scale from floors, 
showers, bathroom fittings.

 Thoroughly cleans outdoor floors.
 It removes cementious deposits and 
cleans at the same time because it 
also contains surfactants.

 Effective against rust stains.

Some acids might damage surfaces, metals and grouting. 
DETERDEK cleans without affecting materials.

With one litre:

Terracotta 1:5.              10/20 m2

Porcelain tiles 1:5.             40 m2

 Natural stone 1:5-1:10      20/35 m2

Coverage rate is approximate

COVERAGE  

Packaging
1 litre cans in boxes of 12.  
5-litre cans in boxes of 4.

Caution: 
Do not use on polished marble or on any materials 
that are sensitive to acids. Before using on this 
material, carry out a test on a small surface area 
to check that it is actually resistant to the product. 
For items in aluminium, follow the instructions and 
use a soft sponge.

COMMON ACID DETERDEK

 FILAPHZERO 
(dil. 10%)

DETERDEK
(dil. 10%)

FILAPS87

pH
0.8

FILACLEANER
(dil. 10%)

pH
7

pH
1.6

pH
12.7

WARNINGS
• Keep out of reach of children.  
• Do not disperse into the environment after use. 

TEMPERATURES
Storage temperature: from 5° to 30° C.
The product should be applied to materials with 
temperature between 5° and 30°C.

CONTAINS
Non-ionic surfactants less than 5%.
Other ingredients: perfume.

LABELLING
Warning: Danger
Hazard indication:
Causes serious eye damage. 
Causes skin irritation.
Caution recommendations:
If medical advice is needed, have product 
container or label at hand. Keep out of reach of 
children. Wear protective gloves / eye protection 
/ face protection. IF ON SKIN: wash with plenty of 
water. IF IN EYES: Rinse cautiously with water for 
several minutes. Remove contact lenses, if present 
and easy to do. Continue rinsing. Immediately 
call a POISON CENTER / doctor. Take off 
contaminated clothing and wash it before reuse. 
Contains: PHOSPHORIC ACID. Alcohols C12-14, 
ethoxylated.            

TECHNICAL FEATURES
Appearance: liquid
Odour: pungent with flowery perfume
Density: 1.12 kg/l
pH: 1.5 (solut. 10% in water)

This information is the result of our most up-to-
date technical know-how and is based on ongoing 
laboratory research and testing. Nevertheless, for 
reasons beyond our control, any suggestions always 
require appropriate analysis, testing and monitoring. 
Fila shall not accept any responsibility for improper 
use of its products.

REV. 01 - 28/02/2017
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ADVANTAGESWHAT IT’S FOR HOW TO USE IT

FILAACTIVE1
ACTIVE MOULD REMOVER

CERAMIC
PORCELAIN
NATURAL STONE
GROUT JOINTS
CONCRETE
TERRACOTTA
WALL PAINT

Ready to use: no dilution required

Application: 
Spray FILAACTIVE1 directly onto the 
surface to be cleaned, from a distance of 
about 15-20 cm, while keeping the bottle 
upright. Leave to act for approximately 15 
minutes. Soak up any excess product with 
a damp cloth to prevent dripping. Repeat if 
necessary, then wipe the surface clean with 
a damp sponge.   
   

 Easy-to-use, ergonomic container 
with spray applicator.

 Ideal viscosity: can be easily 
applied to walls.

 Acts rapidly and effectively within a 
few minutes.

 Effectively removes mould from 
grouting.

 Rapidly removes mould and sanitises 
stone, plaster, cement, grouting, 
ceramic, glass and marmorino plaster 
surfaces.

With 500 ml:

5-10 m2 the coverage varies depending 

on the material's absorption capacity                        

The coverage is purely indicative

COVERAGE 

Packaging
500 ml bottles with spray nozzle (trigger): 
12-piece cartons. 

Caution: 
do not spray on plants, fabrics and metals. 
Should this occur, wash immediately with water. 
Do not use on new polished stone. Caution: 
before using on coloured plaster, first try on a 
small section to avoid possible colour alterations.    

ADVANTAGESWHAT'S IT FOR HOW TO USE

REV. 00 - 21/01/2016
FILAPHZERO

(dil. 10%)
FILAACTIVEFILAPS87

pH 
0.8

FILACLEANER
(dil. 10%)

pH 
7

pH 
13.5

pH 
12,7

WARNINGS
• Keep out of reach of children.  
• Do not disperse into the environment after use. 
• Do not use in conjunction with acids. It may produce 

hazardous gas (chlorine).  
• Ventilate the room during and after application. 
• Do not remove dry mould in order to prevent dispersion 

of the spores.

TEMPERATURES
Storage temperature: from 5° to 30° C.
The product should be applied to materials with temperature 
between 5° and 30°C.

CONTAINS
Non-ionic surfactants < 5%, chlorine bleaches 5-15%.
Contains: 5% active chlorine solution.

UK MARKET ONLY: HSE NO 9667
 
 
 

LABELLING
Warning: Danger
Hazard indication:
May be corrosive to metals. Causes severe skin 
burns and eye damage. Very toxic to aquatic life.
Toxic to aquatic life with long lasting effects. Contact with 
acids liberates toxic gas. Warning! Do not use together 
with other products. May release dangerous gases 
(chlorine).  
Caution recommendations: If medical advice 
is needed, have product container or label at hand. 
Keep out of reach of children. Keep only in original 
container. Do not breathe dust / fume / gas / mist / vapours / 
spray. Wear protective gloves / clothing and eye / face protection. 
Absorb spillage to prevent material damage. Dispose of contents 
/ container in accordance with official regulations. Contains: 
SODIUM HYDROXIDE, SODIUM HYPOCHLORITE, N,N-
Dimethyltetradecylamine N-oxide      

TECHNICAL FEATURES
Appearance: transparent viscous liquid
Odour: typical pungent
Density: 1.111 kg/l
pH: 13.5

This information is the result of our most up-to-
date technical know-how and is based on ongoing 
laboratory research and testing. Nevertheless, for 
reasons beyond our control, any suggestions always 
require appropriate analysis, testing and monitoring. 
Fila shall not accept any responsibility for improper 
use of its products.
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ADVANTAGESWHAT IT’S FOR HOW TO USE IT

FILABRIO
MULTI-PURPOSE SPRAY DETERGENT

PORCELAIN TILES
GLAZED CERAMIC TILES
 STONE
GLASS MIRRORS 

 LEATHER 
 LAMINATE FLOORING

 AND RUBBER 
STEEL
MARBLE

No dilution required: Ready to use 

Application:
 Spray on the surface while holding the 

bottle in a vertical position at about 20-30 
cm from the application point. Clean with a 
soft, dry cloth. 

 Does not contain spirit or ammonia.
 It is delicate but removes grease 
excellently.

 Does not need rinsing.
 Quick drying.
 Does not smear.
 Delicate detergent for all surfaces.

 Cleans all surfaces: wall tiles, ceramic 
tiles, laminate flooring, glazed 
surfaces, stainless steel, glass and 
mirrors.

 Ideal for kitchen and bathroom 
cabinet doors, office furniture and 
laminates.

 Perfect for marble and granite 
worktops.

WARNINGS
• Keep out of reach of children.   
• Do not disperse into the environment after use.   
 
TEMPERATURES
Storage temperature: from 5° to 30° C
The product should be applied to materials with 
temperature between 5° and 30° C.

CONTAINS
Anionic surfactants less than 5 %.

LABELLING
No safety and risk labelling or instructions are 
required, as the product is not classified as hazardous 
under current regulations. 

TECHNICAL FEATURES
Appearance: transparent liquid
Odour: spirit-based
Density: 0.998 kg/l
pH: 10.7

This information is the result of our most up-to-date 
technical know-how and is based on ongoing laboratory 
research and testing. Nevertheless, for reasons beyond 
our control, any suggestions always require appropriate 
analysis, testing and monitoring. 
Fila shall not accept any responsibility for improper use 
of its products.

Packaging
500 ml bottles with spray nozzle (trigger): 
12-piece cartons.

 FILAPHZERO 
(dil. 10%)

FILABRIO FILAPS87

pH
0.8

FILACLEANER
(dil. 10%)

pH
7

pH
10.7

pH
12.7

REV. 00 - 08/05/2014
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ADVANTAGESWHAT IT’S FOR HOW TO USE IT

FILACLEANER
CONCENTRATED NEUTRAL DETERGENT

 PORCELAIN TILES
 GLAZED CERAMIC TILES
 TERRACOTTA
 QUARRY TILES
 CONCRETE
 WOOD
 POLISHED STONE AND 
AGGLOMERATES
 LAMINATE FLOORING
 LINOLEUM
 RUBBER AND PVC

Dilution: from 1:30 to 1:200 depending on 
requirements.  

Application: 
For ordinary maintenance of all surfaces. Dilute 
FILACLEANER at 1:200 (25 ml in 5 litres of 
water). No need to rinse. For more stubborn dirt, 
wash using more concentrated solutions.
For after laying washing of delicate 
surfaces (marble, travertine, granite, polished 
agglomerates. etc.). Dilute FILACLEANER at 
1:30 spread over the floor and leave to act for 
five minutes, work with single disc professional 
cleaner with a white pad. Remove all residues 
using a liquid vacuum or cloth. Rinse after 
cleaning.
For “scrubber-dryer” machines. Dilute 
FILACLEANER at 1:200. Pour the solution into 
the tank.
For extraordinary maintenance of very dirty 
surfaces. Dilute FILACLEANER from 1:30 to 
1:50 depending on dirt intensity. Wash using a 
cloth or large brush. Remove the dirt and rinse.

  It cleans but does not attack. 
  With high dilutions of product (1:200) 
there’s no need to rinse as it does not 
leave any residues.

  Highly concentrated, can be used at 
various dilutions.

  Ideal for maintenance of all waxed 
surfaces.

  It can be used with scrubber dryer 
machines at 1:200.

  Ideal for laminates.
  Pleasant perfume.

  Delicately cleans all
 types of floors and surfaces.

  Does not affect treated
 and delicate surfaces.

  It’s essential for washing natural 
stone floors after being laid 
particularly those with polished 
finish that are sensitive to strong 
detergents.

With one litre:

Maintenance 1:200      1500 m2

Initial stone wash 1:30     50 m2

“Coverage shown is for guidance purposes only 
and refers to single coats”

COVERAGE  

Packaging
1 litre cans in boxes of 12.  
5-litre cans in boxes of 4. 

WARNINGS
• Keep out of reach of children.   
• Do not disperse into the environment after use.   

TEMPERATURES
Storage temperature: from 5° to 30° C
The product should be applied to materials with 
temperature between 5° and 30° C.

CONTAINS
Anionic surfactants less than 5%, non-ionic 
surfactants more than 5% but less than 15%.
Other ingredients: Benzisothiazolinone, perfume, 
Citral, Limonene.

LABELLING
Warning: Warning

Hazard indication:
Causes serious eye irritation.

Caution recommendations:
Wash hands thoroughly after handling. Wear 
protective gloves / protective clothing / eye protection 
/ face protection. IF IN EYES:  Rinse cautiously with 
water for several minutes. Remove contact lenses, 
if present and easy to do. Continue rinsing. If eye 
irritation persists: Get medical advice / attention.

TECHNICAL FEATURES

Appearance: liquid
Odour: lemon perfume
Colour: pale yellow
Density: 1.005 kg/l
pH: 7.2 (10% solution in water)

This information is the result of our most up-to-
date technical know-how and is based on ongoing 
laboratory research and testing. Nevertheless, for 
reasons beyond our control, any suggestions always 
require appropriate analysis, testing and monitoring. 
Fila shall not accept any responsibility for improper 
use of its products.

Caution: 
Do not use FILACLEANER on fabric or waxed 
wooden floors. 

 FILAPHZERO 
(dil. 10%)

FILAPS87

pH
0.8

FILACLEANER
(dil. 10%)

pH
7

pH
12.7

REV. 00 - 08/05/2014
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ADVANTAGESWHAT IT’S FOR HOW TO USE IT

FILACR10
CLEANER FOR EPOXY RESIDUES

 PORCELAIN TILES
 GLAZED CERAMIC TILES
 GLASS MOSAIC
 POLISHED QUARRY 
TILES

  Due to its viscosity it removes epoxy 
grout stains and above from surfaces.

  It is also effective in removing 
significant, consolidated residues.

  Does not affect material.
  Easy application.
  Pleasant almond fragrance.

  High viscosity liquid detergent for 
cleaning epoxy grout residues, stains 
and streaks from wall and floor 
surfaces.

  Ideal for non-absorbent materials 
such as porcelain, glazed ceramic 
and glass mosaics.

With one litre:

                                   up to 10 m2

Coverage is approximate (depending on quantity 
and maturity of residue) 

COVERAGE  

Packaging
1 litre cans in boxes of 12.  

Dilution: from pure to 1:1 depending on the 
type of residues.

Application: 
Shake before use. Removal of consolidated filler 
residues (once the applied grout filler is ready 
for use): apply the undiluted product using a flat 
brush and thoroughly cover all residues. Leave 
for about 30 minutes. Rub with an abrasive 
sponge or spatula to remove larger residues. A 
single-disc machine fitted with a suitable disc 
can be used for floors. Rinse thoroughly. In case 
of stubborn residues, repeat the application and 
leave the product to act for longer. 
Removal of fresh residues: wait roughly one 
hour after grouting. Dilute the product 1:1 in 
water. Apply and work over using a soft pad 
without applying excessive pressure. Rinse 
thoroughly. To avoid ruining fresh grouts, do 
not leave the product to act for more than 2-3 
minutes. 

Caution: 
Always test on a small area of the surface to 
check the material’s resistance and find out 
optimum waiting times for best results.
Do not use on absorbent materials. Do not use 
on wood. Do not use on methacrylate surfaces. 
Check the resistance of metal surfaces to the 
product before use.

 FILAPHZERO 
(dil. 10%)

FILACR10

pH
0.8

FILACLEANER
(dil. 10%)

pH
7

pH
12.7

WARNINGS
• Keep out of reach of children.  
• Do not disperse into the environment after use. 

TEMPERATURES
Storage temperature: from 5° to 30° C.
The product should be applied to materials with 
temperature between 5° and 30°C.

CONTAINS
Soap more than 5% but less than 15%.

LABELLING
Warning: Please note
Hazard indication:
Causes serious eye irritation.
Caution recommendations:
If medical advice is needed, have product 
container or label at hand. Keep out of reach 
of children. Wash hands thoroughly after handling. 
Wear protective gloves/eye protection/face 
protection. IF IN EYES: wash thoroughly for several 
minutes. If you wear contact lenses, take them 
out if possible. Continue washing. If eye irritation 
persists, get medical advice/attention. Immediately 
call a POISON CENTER or doctor / physician. 
Store locked up. Dispose of contents / container in 
accordance with official regulations.    

TECHNICAL FEATURES
Appearance: viscous liquid
Colour: yellowish
Odour: typical solvent smell
Density: 1.010 kg/l
pH: 12.7

This information is the result of our most up-
to-date technical know-how and is based 
on ongoing laboratory research and testing. 
Nevertheless, for reasons beyond our control, 
any suggestions always require appropriate 
analysis, testing and monitoring. 
Fila shall not accept any responsibility for 
improper use of its products.

REV. 00 - 21/01/2016
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ADVANTAGESWHAT IT’S FOR HOW TO USE IT

FILAMARBLE RESTORER
MARBLE RESTORATION KIT: REMOVES ACID STAINS AND RESTORES  
POLISH ON SMALL MARBLE AND TRAVERTINE SURFACES AND ON AGGLOMERATES

 POLISHED MARBLE
 POLISHED MARBLE

 AGGLOMERATES

Works on marble surfaces and on 
all polished limestones. On marble-
cement agglomerates (grit), marble-resin 
agglomerates with polished finish.

Does not work on granite, quartz-resin 
agglomerates, natural stones that are 
resistant to acids.

Caution: 
Some marble types, naturally resistant to 
acids, like “verde alpi” marble, cannot be 
polished with this treatment system.

  Restoring small marble, travertine 
or polished limestone surfaces, 
that have been attacked by acidic 
substances or weather conditions.

  Ideal for restoring bathroom or 
kitchen worktops, tables, steps, 
doorsteps, window sills.

  It also eliminates dullness due to wear 
and tear.

  HIGH COVERAGE: kit for restoring 
surfaces (1.5 m2) with up to 30 
damaged areas measuring 6 to 7 cm 
in diameter. m2.

  Fila MarbleOne yellow metal pad.  
  Fila MarbleTwo white resin-coated pad.  
  Fila MarbleThree blue resin-coated pad.
  Fila MarbleSponge white polishing 
sponge.

  Fila MarbleShine, marble polish - 200 ml.  
  Fila Formula Marmo, marble polish - 250 ml.  
  Protective gloves.

WHAT’S IT FORTHE KIT CONTAINS MARBLERESTORER

WARNINGS
• Keep out of reach of children.   
• Do not disperse into the environment after use.   

TEMPERATURES
Storage temperature: from 5° to 30° C
The product should be applied to materials with 
temperature between 5° and 30° C.

FILAMARBLESHINE COMPOSITION
Blend of natural waxes, scouring powders and 
organic acids. 

LABELLING
Signal words: Danger

Causes severe skin burns and eye 
damage.

If medical advice is needed, have product container 
or label at hand. Keep out of reach of children. Wear 
protective gloves/protective clothing/eye protection/
face protection. Immediately call a POISON 
CENTER or doctor / physician. Store locked up. 
Dispose of contents/container in accordance with 
official regulations.

TECHNICAL FEATURES
Appearance: liquid
Colour: pale yellow
Odour: typical of natural wax
Density: 1.125 kg/l
pH: 1

This information is the result of our most up-to-date 
technical know-how and is based on ongoing laboratory 
research and testing. Nevertheless, for reasons beyond 
our control, any suggestions always require appropriate 
analysis, testing and monitoring.  
Fila shall not accept any responsibility for improper use 
of its products.

FILA MARBLESHINE
Packaging
Boxes of 4. 

REV. 00 - 08/05/2014
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ADVANTAGESWHAT IT’S FOR HOW TO USE IT

FILAMAX
SOLVENT-BASED WAX-REMOVING DETERGENT

 TERRACOTTA
 QUARRY TILES
 PORCELAIN TILES
 UNPOLISHED STONE 
AND AGGLOMERATES
 GLAZED CERAMIC TILES
 CONCRETE

Dilution: between 1:1 and 1:5 according to the 
level of dirt to be removed. 

Application: 
1. As an intensive wax-remover:
- Dilute in a 1:3 ratio and apply it on the floor.
- Leave for a few minutes, then work with a 

single-disc cleaning machine fitted with a 
green pad.

- Vacuum up residues, then rinse thoroughly 
with clean water.

- When dealing with old, stubborn treatments, 
use the product diluted in a 1:1 ratio.

2. For deep cleaning:
- Dilute in a 1:5 ratio and apply it on the floor.
- Leave for a few minutes, then work with a 

single-disc cleaning machine.
- Rinse thoroughly.

Caution: 
Do not use on resilient surfaces (linoleum, 
rubber, PVC) or on wooden or methacrylate 
surfaces and polished marble.

  Compared to traditional wax-
removers, it can be used with 
a single-disc cleaning machine 
because there is no risk of 
flammability.

  Excellent as an intensive degreaser 
on floors with ingrained dirt.

  Removes long-standing applications 
or those of unknown origin.

  Works effectively as a strong 
wax-remover where traditional 
water-based wax-removers are 
unsuccessful.

  Especially useful for removing 
particularly obstinate wax treatments 
from terracotta and stones.

With one litre:

diluted 1:5                           20 m2

“Coverage shown is for guidance purposes only 
and refers to single coats”

COVERAGE   

WARNINGS
• Keep out of reach of children.   
• Do not disperse into the environment after use.  
• The use of a single-disc cleaning machine is 
permitted only if it is perfectly undamaged.

TEMPERATURES
Storage temperature: from 5° to 30° C
The product must be applied to material with a 
temperature of between 5° and 30°C.

CONTAINS
Soap above 5% and less than 15%, aromatic 
hydrocarbons above 5% and less than 15%. 
Other ingredients: perfumes, Linalool, Limonene.

LABELLING
Warning: Danger
Hazard indication:
Causes severe skin burns and eye 
damage. Harmful to aquatic life with 
long lasting effects. Repeated exposure 
may cause skin dryness or cracking.
Caution recommendations:
If medical advice is needed, have product 
container or label at hand. Keep out of reach of 
children. Avoid release to the environment.
Wear protective gloves/protective clothing/eye 
protection/face protection. Immediately call a 
POISON CENTER or doctor / physician.Dispose 
of contents/container in accordance with official 
regulations. 

TECHNICAL FEATURES
Appearance: liquid
Colour: yellowish
Odour: typical solvent smell
Density: 0.997 kg/l
pH: 12.8
This information is the result of our most up-
to-date technical know-how and is based 
on ongoing laboratory research and testing. 
Nevertheless, for reasons beyond our control, 
any suggestions always require appropriate 
analysis, testing and monitoring.

Packaging
5-litre cans in boxes of 4.

 FILAPHZERO 
(dil. 10%)

FILAMAXFILAPS87

pH
0.8

FILACLEANER
(dil. 10%)

pH
7

pH
12.8

pH
12.7

REV. 01 - 22/01/2016
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ADVANTAGESWHAT IT’S FOR HOW TO USE IT

FILAMAX
SOLVENT-BASED WAX-REMOVING DETERGENT

FILANO DROPS
WATER MARK REPELLENT PROTECTIVE DETERGENT

GLASS
 GLASS MOSAIC
 GLAZED CERAMIC
MIRRORS

No dilution required: ready to use.

Application:
Spray  FILANO DROPS on the surface 
while holding the bottle in a vertical 
position at roughly 20-30 cm from the 
application point. Wipe with kitchen paper 
or a soft dry cloth to spread the product 
evenly. Leave to dry. The shower can be 
used immediately.
For best results, FILANO DROPS should 
be used regularly for maintenance. If the 
surface to be treated with FILANO DROPS 
contains visible traces of limescale, it 
should first be cleaned using  FILAVIA 
BAGNO.

 Easy to apply, does not require rinsing 
as it leaves no smears, eco-friendly.

 Can be used for routine maintenance 
of taps, steel elements and plexiglass.

 Its acid-free formula makes it suitable 
for use on or near acid-sensitive 
materials.

 If used regularly, no other anti-
limescale products are required. 

 Cleans and protects glass surfaces 
making them hydrophilic, the water 
runs off without leaving limescale 
residues.

 Ideal for shower cabins.

WARNINGS
• Keep out of reach of children.   
• Do not disperse into the environment after use.   

TEMPERATURES
Storage temperature: from 5° to 30° C
The product should be applied to materials with 
temperature between 5° and 30° C.

CONTAINS
non-ionic surfactants below 5%

LABELLING
No safety and risk labelling or instructions are 
required, as the product is not classified as hazardous 
under current regulations. 

TECHNICAL FEATURES
Appearance: liquid
Colour: transparent colourless
Odour: slightly alcoholic
Density: 0.998 kg/l
pH: 10,5

This information is the result of our most up-to-date 
technical know-how and is based on ongoing laboratory 
research and testing. Nevertheless, for reasons beyond 
our control, any suggestions always require appropriate 
analysis, testing and monitoring.
Fila shall not accept any responsibility for improper use 
of its products.

Packaging
500 ml bottles with spray nozzle (trigger): 
12-piece cartons.

 FILAPHZERO 
(dil. 10%)

FILAPS87

pH
0,8

FILACLEANER
(dil. 10%)

pH
7

pH
12,7

REV. 00 - 08/05/2014
FILANO DROPS

pH
10,5

ADVANTAGESWHAT IT’S FOR HOW TO USE IT
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ADVANTAGESWHAT IT’S FOR HOW TO USE IT

FILANOPAINT STAR
WATER-BASED GEL CLEANER FOR WALLS

 TERRACOTTA
 QUARRY TILES
 PORCELAIN TILES
 STONE AND 
AGGLOMERATES
 GLAZED CERAMIC TILES
 CONCRETE
PLASTER

No dilution required: to be used undiluted.

Application: 
1. Apply the product directly on the wall with 

a large, flat paintbrush or using the airless 
method.

2. Leave for at least 5 minutes.
3. Rub using a coarse cloth.
4. Rinse.
For best results, use a water-jet cleaner on 
vertical surfaces and a single-disc cleaning 
machine on floors

Repeat application of the product and the 
consequent rinsing, if required (for example, 
on porous surfaces such as bricks, natural 
stone etc.)

 Easy to use.
 Ready to use: no dilution required.
 Water-based paint remover.
 Rapid and highly efficient.

Packaging
1 litre cans in boxes of 12.  

 FILAPHZERO 
(dil. 10%)

FILA
NOPAINT STAR

FILAPS87

pH
0.8

FILACLEANER
(dil. 10%)

pH
7

pH
5.5

pH
12.7

REV. 01 - 28/02/2017

With one litre:

                                              5 m2

“Coverage is approximate“

COVERAGE   

WARNINGS
• Keep out of reach of children.  
• Do not disperse into the environment after use. 

TEMPERATURES
Storage temperature: from 5° to 30° C.
The product should be applied to materials with 
temperature between 5° and 30°C.

CONTAINS
Non-ionic surfactants less than 5%.

LABELLING
Warning: Danger
Hazard indication:
Causes serious eye damage.
May cause drowsiness or dizziness.  
Caution recommendations: If medical 
advice is needed, have product container 
or label at hand. Keep out of reach of 
children. Use only outdoors or in a well-
ventilated area. Wear eye protection / 
face protection. Immediately call a POISON 
CENTER / doctor. Store in a well-ventilated 
place. Keep container tightly closed. Dispose of 
contents / container in accordance with local/
regional national/international regulation. Contains: 
Alcohols C12-14, ethoxylated. PROPYLENE 
GLYCOL, MONO METHYL ETHER, N-BUTYL 
ACETATE.      

TECHNICAL FEATURES
Appearance: liquid
Colour: yellowish
Odour: pervasive
Density: 1.021 kg/l
pH: 6.1

This information is the result of our most up-to-
date technical know-how and is based on ongoing 
laboratory research and testing. Nevertheless, for 
reasons beyond our control, any suggestions always 
require appropriate analysis, testing and monitoring. 
Fila shall not accept any responsibility for improper 
use of its products.

 Removes graffiti from treated and 
untreated walls: it is particularly effective 
on rough or porous surfaces (cement/
plaster walls, bricks, natural stone...).

 Removes FILAWET, FILAWETECO and 
FILAPT10 protectors if they have been 
incorrectly applied or when thorough 
cleaning is required.

 Viscous consistency: ideal for wall 
applications.

 Provides in-depth cleaning and 
degreasing.

 Cleans smog and dust from external walls.
 It removes filming and painting products 
from terracotta surfaces.
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ADVANTAGESWHAT IT’S FOR HOW TO USE IT

FILANO RUST
RUST STAIN REMOVER

MARBLE
GRANITE
NATURAL STONE
AGGLOMERATES
PORCELAIN TILES
NATURAL STONE
TERRACOTTA
CONCRETE

 

No dilution required: Ready to use

Application: 
1. Completely cover the stain with the 

product. 
2. Leave to act for about 15 minutes. 
3. The product's colour will change to deep 

purple as it reacts with the rust. 
4. Once the indicated time has elapsed, 

remove the residue and rinse the surface 
thoroughly with clean water, then leave 
to dry. 

5. Repeat the application if necessary.    

 Gel-like consistency: it acts 
directly on the stain you want to 
remove, thus optimising its effect 
and avoiding wastage.

 Acts in just a few minutes: it 
removes stains in just 15 minutes.

 Removes surface rust stains.
 Thanks to its non-acidic 
formulation, it is particularly suited 
for delicate applications like 
polished marble.

  

Packaging
75 ml bottles in boxes of 12.

WARNINGS
• Keep out of reach of children.  
• Do not disperse into the environment after use. 

TEMPERATURES
Storage temperature: from 5° to 30° C.
The product should be applied to materials with 
temperature between 5° and 30°C.

CONTAINS
Phosphate content < 5%.
 
 
 
 

LABELLING
Warning: Danger
Hazard indication:
Causes serious eye injury.
Causes skin irritation.
Caution recommendations:
If medical advice is needed, have product container 
or label at hand. Keep out of reach of children. Wash 
hands thoroughly after handling. Wear protective 
gloves/eye protection/face protection. In case of skin 
irritation: consult a doctor.              

TECHNICAL FEATURES
Appearance: viscous liquid
Colour: transparent
Odour: characteristic
pH: 7,6
Flash point: > 60°C 

This information is the result of our most up-to-
date technical know-how and is based on ongoing 
laboratory research and testing. Nevertheless, for 
reasons beyond our control, any suggestions always 
require appropriate analysis, testing and monitoring.
Fila shall not accept any responsibility for improper 
use of its products.  

ADVANTAGESWHAT IT’S FOR HOW TO USE IT

REV. 00 - 11/01/2016

Caution: 
if the affected surface was treated with wax, the coating 
may need renewal. 
Note: the product has a characteristic aroma. 

 FILAPHZERO 
(dil. 10%)

FILAPS87

pH
0,8

FILACLEANER
(dil. 10%)

pH
7

pH
12,7

FILANO RUST

pH
7,5
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ADVANTAGESWHAT IT’S FOR HOW TO USE IT

FILANOSPOT
STAIN-REMOVER

 TERRACOTTA
 QUARRY TILES
 STONE

 AND AGGLOMERATES
 CONCRETE

No dilution required: ready to use.

Application: 
1. Spray from a distance of 15 cm holding 

the can at an angle of about 45°.
2. Leave to dry for a few minutes. It 

absorbs grease deposits and then dries, 
leaving a thin layer of white powder on 
the floor.

3. Remove using a brush.
4. Wipe over with a damp cloth.

If traces remain, repeat the operation.

Caution: 
When used on wax-treated floors, you 
need to remove the wax from the whole 
tile after removing the stain and then 
restore the wax coating.

  Extremely practical with its easy-to-
use spray.

  Very effective on external terracotta 
which is untreated or treated with 
non-filming products.

  Leaves no traces if the stain is fresh.
  Also perfect on quarry tiles and 
natural stone.

  Cleans where normal sprays do not 
reach.

  Guarantees excellent performance 
even on untreated surfaces.

  Removes greasy and oily stains from 
terracotta, quarry tiles, natural stone, 
granite, agglomerates, tumbled 
marble, stones or cobblestones, 
cement.

Packaging
250 ml cans in boxes of 12. 

WARNINGS
• Keep out of reach of children.   
• Do not disperse into the environment after use.   

TEMPERATURES
Storage temperature: from 0° to 30°C
The product should be applied to materials with 
temperature between 5° and 30° C.

CONTAINS
30% hydrocarbon, Perfume, linalool.
Propellant: Butane, Propane, Isobutane.

LABELLING
Signal words: Danger
 
Extremely flammable 
aerosol. May be fatal if 
swallowed and enters 
airways. Causes skin 
irritation. May cause 
drowsiness or dizziness. 
Toxic to aquatic life with long 
lasting effects.
 
Wash hands thoroughly after 
handling. Wear protective 
gloves/protective clothing/eye protection/face protection. 
IF SWALLOWED: Immediately call a POISON CENTER or 
doctor / physician. IF INHALED: Remove victim to fresh air 
and keep at rest in a position comfortable for breathing.
Contains: EPTANO MISCELA - IDROCARBURI ALIFATICI 
Pressurized container: protect from sunlight and do not 
expose to temperatures exceeding 50°C. Do not pierce or 

burn, even after use. Do not spray on bright flame or any 
incandescent material.
Keep out of the reach of the children.
Keep away from heat/sparks/open flames/hot surfaces. 
No smoking.

TECHNICAL FEATURES
Appearance: aerosol
Odour: characteristic
Boiling point: less than 35°
This information is the result of our most up-to-date 
technical know-how and is based on ongoing laboratory 
research and testing. Nevertheless, for reasons beyond 
our control, any suggestions always require appropriate 
analysis, testing and monitoring. Fila shall not accept 
any responsibility for improper use of its products.

REV. 00 - 08/05/2014
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ADVANTAGESWHAT IT’S FOR HOW TO USE IT

FILAPHZERO
STRONG ACID DE-SCALER

 TERRACOTTA
 QUARRY TILES
 PORCELAIN TILES
 ACID RESISTANT 
SURFACES

Dilution: between 1:5 and 1:10 according to 
the level of dirt to be removed.
Application: 
For residues from laying floors: on porous 
materials such as terracotta and stone, wet 
the surface well with water before washing. 
Depending on the extent of the deposits to be 
removed, dilute 1 litre of FILAPHZERO in 5 
or 10 litres of water. Apply this solution to the 
surfaces, leaving it to act for 4-5 minutes to 
help dissolve the dirt. Then use a large brush 
or single-disc cleaning machine fitted with a 
suitable disc (e.g. brown for orange), lifting 
all residues using a cloth or liquid vacuum 
cleaner. Rinse with plenty of water.  
For walls and vertical surfaces: before 
washing, wet the surface well with water. Use 
a brush to apply the product undiluted. Leave 
to act for 4-5 minutes, then rub with a large 
brush or other similar item and rinse well, if 
possible using a water jet cleaner. 

 Buffered acid, does not produce 
harmful fumes for the user and the 
environment: it does not contain 
hydrochloric acid.

 It has longer working time than pure 
acids which have an instant reaction 
and limited performance time.

 It’s ideal for applying on vertical 
surfaces due to its viscosity.

 It removes deposits and cleans at the 
same time because it also contains 
surfactants.

 Removes dirt and building-site 
residues.

 Eliminates any saline efflorescences.
 Cleanses and removes deposits.
 It is essential for terracotta when other 
normal buffered acids for deposit 
removing are not effective.

Caution: 
FILAPHZERO is a highly concentrated 
product, please only use when the level of 
dirt requires it. Do not use FILAPHZERO on 
marble and in general on materials that are 
sensitive to acids. Before applying the product, 
we recommend testing its reaction on a small 
area of the surface.

With one litre:

 Terracotta 1:5.                 20 m2

  Porcelain tiles 1:5.           40 m2

“Coverage shown is for guidance purposes only 
and refers to single coats” 

DILUTIONS AND COVERING 

WARNINGS
• Keep out of reach of children.   
• Do not disperse into the environment after use.   

TEMPERATURES
Storage temperature: from 5° to 30° C
The product should be applied to materials with 
temperature between 5° and 30° C.

CONTAINS
Non-ionic surfactants less than 5%, cationic 
surfactants less than 5%.
Other ingredients: perfumes.

LABELLING
Warning: Danger
Hazard indication:
Causes severe skin burns and eye 
damage.
Caution recommendations:
If medical advice is needed, have product container 
or label at hand. Keep out of reach of children. Wear 
protective gloves/protective clothing/eye protection/
face protection. Immediately call a POISON CENTER 
or doctor / physician. Store locked up. Dispose 
of contents / container in accordance with official 
regulations. Contains: PHOSPHORIC ACID.

TECHNICAL FEATURES
Appearance: liquid
Colour: light hazelnut brown tint
Odour: pungent
Density: 1.115 kg/l
pH: 0.8 (solut.10% in water)

This information is the result of our most up-to-date 
technical know-how and is based on ongoing laboratory 
research and testing. Nevertheless, for reasons beyond 
our control, any suggestions always require appropriate 
analysis, testing and monitoring. 
Fila shall not accept any responsibility for improper use 
of its products.

Packaging
1 litre cans in boxes of 12.  
5-litre cans in boxes of 4. 

 FILAPHZERO 
(dil. 10%)

FILAPS87

pH
0.8

FILACLEANER
(dil. 10%)

pH
7

pH
12.7

REV. 00 - 08/05/2014
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ADVANTAGESWHAT IT’S FOR HOW TO USE IT

FILAPS87
DE-GREASING, STAIN-REMOVING DETERGENT

Caution: 
1. Do not use on new marble or polished 

stone.  
2. Do not use on wood.
3. Do not use on methacrylate tubs.
4. Linoleum: carry out a spot test 

beforehand to check colour fastness.

 TERRACOTTA
 QUARRY TILES
 PORCELAIN TILES
 UNPOLISHED STONE 
AND AGGLOMERATES
 GLAZED CERAMIC TILES
 CONCRETE
 LINOLEUM AND PVC

Dilution: according to use
For cleaning and de-greasing all surfaces
Dilute in water (1:10-1:20) and apply to the 
surface. Leave to act for 4-5 minutes before 
brushing with a single-disc professional 
cleaner or large brush. Use a cloth or ‘aqua 
vac’ to remove residues and then rinse 
thoroughly. 
For more intense cleaning of organic build 
up, dilute 1:5.
To remove stains from porcelain floor tiles
Pour undiluted onto the stain and the whole 
tile. Leave until it is totally dry, wash and 
rinse.
To remove wax
Dilute 1:5, apply to surface and leave for 10 
minutes. Clean using a single-disc cleaning 
machine. Use cloth or liquid vacuum 
cleaner to remove residues and then rinse 
thoroughly.

 A 3-in-one product: cleaner, 
stain-remover, wax-remover.

 The only one that can eliminate 
stubborn stains from porcelain 
tiles.

 It cleans but does not attack.
 Extremely easy to use.

 When diluted, it cleans and removes 
grease from dirty floors in porcelain, 
ceramics, natural stone, terracotta 
and cement.

 When undiluted, it removes stubborn 
stains from porcelain floor tiles.

 Excellent for basic cleaning of natural 
stones that are sensitive to acids.

 Ideal for basic cleaning of cement 
surfaces.

 Wax-remover for water-based, 
metallic and re-polishable waxes.

 Eliminates pre-treatment residues 
from polished porcelain tiles.

With one litre:

 Maintenance 1:20            200 m2

 Wax removal 1:5                20 m2

 Initial stone wash 1:5        30 m2

“Coverage shown is for guidance purposes only 
and refers to single coats”

DILUTIONS AND COVERING 

Packaging
1 litre cans in boxes of 12. 
5-litre cans in boxes of 4.

 FILAPHZERO 
(dil. 10%)

FILAPS87

pH
0.8

FILACLEANER
(dil. 10%)

pH
7

pH
12.7

REV. 00 - 21/01/2016

WARNINGS
• Keep out of reach of children.  
• Do not disperse into the environment after use. 

TEMPERATURES
Storage temperature: from 5° to 30° C.
The product should be applied to materials with 
temperature between 5° and 30°C.

CONTAINS
Soap more than 5% but less than 15%.
Other ingredients: perfume, Linalool, Limonene.

LABELLING
Warning: Please note
Hazard indication:
Causes serious eye irritation.  
Caution recommendations:
If medical advice is needed, have product container o r 
label at hand. Keep out of reach of children. Wash hands 
thoroughly after handling. Wear protective gloves/eye 
protection/face protection. IF IN EYES: wash thoroughly 
for several minutes. If you wear contact lenses, take 
them out if possible. Continue washing. If eye irritation 
persists, get medical advice/attention. Immediately call 
a POISON CENTER or doctor / physician. Store locked 
up. Dispose of contents / container in accordance with 
official regulations.    

TECHNICAL FEATURES
Appearance: liquid
Colour: pale yellow
Odour: pine fragrance
Density: 1.010 kg/l
pH: 12.7

This information is the result of our most up-to-
date technical know-how and is based on ongoing 
laboratory research and testing. Nevertheless, for 
reasons beyond our control, any suggestions always 
require appropriate analysis, testing and monitoring. 
Fila shall not accept any responsibility for improper 
use of its products.
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ADVANTAGESWHAT IT’S FOR HOW TO USE IT

FILAREFRESH
PROTECTIVE DETERGENT FOR TOPS

 TREATED POLISHED
 NATURAL STONE

 TREATED UNPOLISHED 
NATURAL STONE
 TREATED ABSORBENT

 CERAMICS
 MARBLE-RESIN AND 
QUARTZ-RESIN

Ready to use: no dilution required.

Application:
Spray  FILAREFRESH onto the surface 
and wipe with a soft dry cloth, rubbing the 
surface until it is completely dry. Do not 
rinse.  

  Used on a daily basis, it cleans 
surfaces and reinforces stain-
proofing protection.

  Neutral product, ideal also for 
the most delicate natural stone 
surfaces.

  Easy to use.
  Does not need rinsing.
  Quick drying.
  Pleasant perfume.
 Certified as safe for food 
preparation areas.

 Cleans all natural stone surfaces 
treated with waterproofing 
products.

 Renews and maintains stain-
proofing protection over time.  

 Excellent for ordinary maintenance 
of kitchen worktops, bathrooms, 
tables etc.

 Also suitable for marble-resin and 
quartz-resin.

WARNINGS
• Keep out of reach of children.   
• Do not disperse into the environment after use.   

TEMPERATURES
Storage temperature: from 5° to 30° C
The product must be applied to material with a 
temperature of between 10° and 30°C.

CONTAINS
Anionic surfactants less than 5%.
Other ingredients: fragrances, Hexyl 
Cinnamaldehyde, Limonene.

LABELLING
No safety and risk labelling or instructions are 
required, as the product is not classified as hazardous 
under current regulations. 

TECHNICAL FEATURES
Appearance: liquid
Colour: milky
Odour: citrus
Density: 0.996 kg/l
pH: 7.0 

This information is the result of our most up-to-date 
technical know-how and is based on ongoing laboratory 
research and testing. Nevertheless, for reasons beyond 
our control, any suggestions always require appropriate 
analysis, testing and monitoring. 
Fila shall not accept any responsibility for improper use 
of its products.

Packaging
500 ml bottles with spray nozzle (trigger): 
12-piece cartons.

 FILAPHZERO 
(dil. 10%)

FILAPS87

pH
0.8

FILACLEANER
(dil. 10%)

FILAREFRESH

pH
7

pH
12.7

REV. 00 - 08/05/2014
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ADVANTAGESWHAT IT’S FOR HOW TO USE IT

FILASOLV
WAX STRIPPER

 TERRACOTTA
 QUARRY TILES
 PORCELAIN TILES
 UNPOLISHED STONE 
AND POLISHED MARBLE
 GLAZED CERAMIC TILES
 WOOD

No dilution required: product ready to use.

Application: 
Wet a cloth thoroughly with FILASOLV and 
clean the surface, taking care not to re-apply 
the removed wax residues or water-repellent 
product. In very stubborn cases, pour 
FILASOLV directly onto the surface, spread 
and leave for a few minutes, then scrub hard 
with a large brush. We recommend working 
on one small area at a time, gathering the 
dissolved dirt in a cloth.

 Odourless solvent: no unpleasant 
odours.

 A single product with a multitude of 
uses.

 Extremely easy to use and always 
effective.

 Removes traditional solvent-based 
wax treatments from floors in 
terracotta, quarries, natural stone and 
wood.

 De-greases floors treated with raw 
linseed oil.

 Gives an even finish when the floor 
shows signs of dullness or streaks 
due to excessive or improper 
application of paste waxes.

 Removes residues of waterproofing 
products from porcelain, marble or 
granite floors.

 Removes excess amounts of 
FILAPRO130 

 To dilute FILAPRO130 when treating 
wood that is almost non-absorbent.

 Eliminates stains from candle wax, 
adhesives and bitumen.

With one litre:

 To remove wax                  5 m2

“Coverage shown is for guidance purposes only 
and refers to single coats”

DILUTIONS AND COVERING 

Packaging
1-litre cans in boxes of 12.  

WARNINGS
• Keep out of reach of children.  
• Do not disperse into the environment after use. 
• FILASOLV is a flammable product. We recommend 

not to collect up the product with liquid vacuum 
cleaners. The use of a single-disc cleaning machine 
is permitted only if it is perfectly undamaged.  

TEMPERATURES
Storage temperature: from 0°C to 30°C
The product should be applied to materials with 
temperature between 5° and 30°C.

CONTAINS
Aliphatic hydrocarbons over 30%

LABELLING
Warning: Danger
Hazard indication:
Flammable liquid and vapour. May be fatal 
if swallowed and enters airways.
Repeated exposure may cause skin 
dryness or cracking.
Caution recommendations:
If medical advice is needed, have product 
container or label at hand. Keep out of reach 
of children. Keep away from heat / sparks / 
open flames / hot surfaces. No smoking. Wear 
protective gloves/protective clothing/eye protection/face 
protection. IF SWALLOWED: Immediately call a POISON 
CENTER or doctor / physician. Dispose of contents / 
container in accordance with official regulations. Contains: 
NAPHTA (PETROL.) HYDROTREATED HEAVY        

TECHNICAL FEATURES
Appearance: liquid
Colour: transparent
Odour: light, solvent smell
Density: 0.78 kg/l
Flash point: 40°C

This information is the result of our most up-to-
date technical know-how and is based on ongoing 
laboratory research and testing. Nevertheless, for 
reasons beyond our control, any suggestions always 
require appropriate analysis, testing and monitoring. 
Fila shall not accept any responsibility for improper 
use of its products.

REV. 00 - 21/01/2016
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ADVANTAGESWHAT IT’S FOR HOW TO USE IT

FILASOLV
WAX STRIPPER

No dilution required: ready to use.

Application: 
1. Shake the can before use. Apply on the 

stain to be removed covering it totally.
2. Leave for about 15 minutes, until it 

disappears.
3. Remove the residue using a sponge.

For stubborn stains on marble surfaces, you 
need to remove the product before it dries 
completely and then repeat the operation.

FILASR95
STAIN-REMOVER

Caution: 
This product bleaches fabrics.

 PORCELAIN TILES
 UNPOLISHED STONE 
AND POLISHED MARBLE
 GLAZED CERAMIC 
TILES
 CONCRETE

 Removes ingrained stains where 
normal cleaners have no effect.

 Specially developed to remove stains 
from natural stone surfaces (marble, 
travertine, agglomerates).

 Can be confidently used on natural 
stone with a polished finish, because 
it does not attack the finish.

 Ideal for low-absorption ceramic 
surfaces (porcelain, textured single-
fired tiles).

 Removes coloured, organic stains: 
wine, coffee, soft drinks, tea, indelible 
marker etc.

  

Packaging
75 ml bottles in boxes of 12.

 FILAPHZERO 
(dil. 10%)

FILASR95FILAPS87

pH
0,8

FILACLEANER
(dil. 10%)

pH
7

pH
13

pH
12,7

REV. 00 - 21/01/2016

WARNINGS
• Keep out of reach of children.  
• Do not disperse into the environment after use. 
• Do not use together with acids.  
• Apply the product and keep the area well-ventilated. 

TEMPERATURES
Storage temperature: from 0° to 30°C.
The product should be applied to materials with 
temperature between 5° and 30°C.

CONTAINS
Non-ionic surfactants less than 5 % - chlorine-
based bleaching agents less than 5%.
Contains: 4.5% active Cl solution.

LABELLING
Warning: Danger
Hazard indication:
May be corrosive to metals. Causes severe skin burns 
and eye damage.
Very toxic to aquatic life. Toxic to aquatic life with long lasting 
effects. Contact with acids liberates toxic gas. Warning! Do 
not use together with other products. May release 
dangerous gases (chlorine).  
Caution recommendations: If medical advice is 
needed, have product container or label at hand. Keep out 
of reach of children. Keep only in original container. Do not 
breathe dust / fume / gas / mist / vapours / spray. Wear protective gloves 
/ clothing and eye / face protection. Immediately call a POISON CENTER / 
doctor. Absorb spillage to prevent material damage. Dispose of contents 
/ container in accordance with official regulations. Contains: SODIUM 
HYDROXIDE, SODIUM HYPOCHLORITE, N,N-Dimethyltetradecylamine 
N-oxide    

TECHNICAL FEATURES
Appearance: viscous
Colour: pale yellow
Odour: pungent
Density: 1.10 kg/l
pH: 13

This information is the result of our most up-to-
date technical know-how and is based on ongoing 
laboratory research and testing. Nevertheless, for 
reasons beyond our control, any suggestions always 
require appropriate analysis, testing and monitoring. 
Fila shall not accept any responsibility for improper 
use of its products.
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ADVANTAGESWHAT IT’S FOR HOW TO USE IT

FILAVIA BAGNO
LIMESCALE REMOVING SPRAY DETERGENT

 PORCELAIN TILES
 GLAZED CERAMIC 
TILES
 GLASS
 STAINLESS STEEL
 ACID RESISTANT 
SURFACES

No dilution required: ready to use.

Application:
Spray on the surface while holding the bottle 
in a vertical position at about 20-30 cm from 
the application point. Leave to stand, then 
wipe clean with a damp absorbent cloth.

 Cleans all bathroom surfaces - from 
fittings to floors.

 Very easy to use: just spray and wipe.
 Ideal for mosaics.
 Does not affect methacrylate tubs.
 Does not damage stainless steel tap 
fittings.

 Cleans and sanitises.

 Thoroughly cleans all bathroom 
surfaces.

 Removes limescale.
 Makes everything sparklingly clean.

Caution: 
Do not use on polished, acid-sensitive 
stone and enamelled surfaces, and use with 
care in their vicinity

Packaging
500 ml bottles with spray nozzle (trigger): 
12-piece cartons.

 FILAPHZERO 
(dil. 10%)

FILAVIA BAGNO FILAPS87

pH
0.8

FILACLEANER
(dil. 10%)

pH
7

pH
2.2

pH
12.7

WARNINGS
• Keep out of reach of children.  
• Do not disperse into the environment after use. 

TEMPERATURES
Storage temperature: from 5° to 30° C.
The product should be applied to materials with 
temperature between 5° and 30°C.

CONTAINS
Non-ionic surfactants less than 5%, cationic 
surfactants less than 5%.
Other ingredients: perfume, Linalool, Limonene, 
Hydroxycitronellal, Benzyl-Benzoate, Butylphenyl-
Methylpropional.

LABELLING
Warning: Please note
Hazard indication:
Causes serious eye irritation.
Caution recommendations:
If medical advice is needed, have product 
container or label at hand.
Keep out of reach of children. Wash hands 
thoroughly after handling. Wear protective gloves 
/ eye protection / face protection. "IF IN EYES: 
rinse cautiously with water for several minutes. 
Remove contact lenses, if present and easy to 
do. Continue rinsing.  If eye irritation persists: get 
medical advice / attention.          

TECHNICAL FEATURES
Appearance: liquid
Colour: blue
Odour: citrus
Density: 1.009 kg/litre
pH: 2.2

This information is the result of our most up-to-
date technical know-how and is based on ongoing 
laboratory research and testing. Nevertheless, for 
reasons beyond our control, any suggestions always 
require appropriate analysis, testing and monitoring. 
Fila shall not accept any responsibility for improper 
use of its products.

REV. 00 - 21/01/2016
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FILAVIA BAGNO
LIMESCALE REMOVING SPRAY DETERGENT

FILAZERO SIL
SILICONE REMOVER

PORCELAIN TILES
NATURAL STONE
MARBLE
GLASS
METAL

 

No dilution required: ready to use.

Application: 
1. If the residue is particularly stubborn, 

remove as much as you can with a 
sharp-edged tool (box cutter, knife or 
other blade) taking care not to damage 
the surface. 

2. Shake before use, then apply the 
product undiluted, so as to cover any 
silicone residue. 

3. Leave to act for about 20 minutes. 
4. Once the indicated time has elapsed, 

use the included spatula to scrape off the 
dissolved residue, then remove it with a 
cloth or kitchen towel. 

5. If necessary, repeat the application and 
leave it to act for longer. 

6. Clean the spatula thoroughly after use 
with a cloth or kitchen towel.  

 

 Can also be used on marble, 
stone, grouting joints and other 
absorbent materials to remove 
surface residues.

 Gel-like consistency: acts directly 
on the residue you want to 
remove, thus optimising its effect 
and avoiding wastage.

 Quick acting: it dissolves 
hardened silicone in 20 minutes.

 Ideal for low-absorption ceramic 
surfaces (porcelain, textured 
single-fired tiles).

 Has a pleasant citrus aroma.

 Removes residues of silicone, 
glue, adhesive tape, old labels and 
polyurethane foam.

 Also effective for removing candle 
wax, resin and greasy/oily stains in 
general.

 It is quick and handy to apply with 
the included spatula.

  

Packaging
250 ml can: 12 pc carton.

WARNINGS
• Keep out of reach of children.  
• Do not disperse into the environment after use. 

TEMPERATURES
Storage temperature: from 0° to 30°C.
The product should be applied to materials with 
temperature between 5° and 30°C.

CONTAINS
Perfumes, limonene.
D LIMONENE 1-methoxypropan-2-ol.
 
 
 

LABELLING
Warning: Danger
Hazard indication:
May be fatal if swallowed 
and enters airways. 
Irritates the skin. May 
provoke skin allergy. May 
cause drowsiness or 
dizziness.
Highly toxic for aquatic 
life with long lasting 
effects. Caution recommendations: If medical advice 
is needed, have product container or label at hand. IN 
CASE OF INGESTION: immediately contact an ANTI-
POISON CENTRE or doctor. Contains: D LIMONENE, 
PROPYLENE GLYCOL MONO METHYL ETHER.              

TECHNICAL FEATURES
Appearance: viscous liquid
Colour: transparent
Odour: citrus
Flash point: T ≥ 23°C. 
Relative density: 0.880 kg/l

This information is the result of our most up-to-
date technical know-how and is based on ongoing 
laboratory research and testing. Nevertheless, 
for reasons beyond our control, any suggestions 
always require appropriate analysis, testing and 
monitoring. 
Fila shall not accept any responsibility for improper 
use of its products.
   

ADVANTAGESWHAT IT’S FOR HOW TO USE IT

REV. 00 - 11/01/2016

Caution: 
The product may dull methacrylate, plastic 
and coated surfaces and resin-based 
agglomerates, it should first be tested on 
these surfaces to verify their resistance. If the 
affected surface was treated with wax, the 
coating must be renewed.    
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ADVANTAGESWHAT IT’S FOR HOW TO USE IT

FUGANET
GROUT CLEANER FOR GROUT JOINTS

 CONCRETE GROUT 
JOINTS

Ready to use: no dilution required.

Application: 
1. Spray the product directly onto the 

grout to be cleaned. 
2. Leave for a few minutes.
3. Work with a coarse cloth or brush. 
4. Rinse thoroughly.

If the grout has ingrained grime, the first 
cleaning operation should be done with 
a solution of Deterdek in a ratio of 1:10.

 Extremely practical, easy-to-use 
bottle with ergonomic grip and spray 
applicator.

 Does not damage or corrode wall tiles
 Does not contain acids or sodium 
hypochlorite.

 Thoroughly cleans grouts in ceramic 
tile floors and walls. Suitable 
for single-fired and double-fired 
porcelain tiles. Unsuitable only for 
porous surfaces treated with wax.

Caution: 
This product makes methacrylate 
surfaces dull, use with care near 
methacrylate baths and basins.

WARNINGS
• Keep out of reach of children.   
• Do not disperse into the environment after use.   

TEMPERATURES
Storage temperature: from 5° to 30° C
The product should be applied to materials with 
temperature between 5° and 30° C.

CONTAINS
Soap more than 5% but less than 15%.
Other ingredients: perfumes, Linalool.

LABELLING
Warning: Please note
Hazard indication:
Causes serious eye irritation.
Caution recommendations:
If medical advice is needed, have product 
container or label at hand.
Keep out of reach of children. Wash hands 
thoroughly after handling. Wear protective gloves 
/ eye protection / face protection. “IF IN EYES: 
rinse cautiously with water for several minutes. 
Remove contact lenses, if present and easy to 
do. Continue rinsing.  If eye irritation persists: get 
medical advice / attention.

TECHNICAL FEATURES
Appearance: transparent liquid
Colour: amber
Odour: pine fragrance
Density: 1.008 kg/l
pH: 12.2

This information is the result of our most up-to-
date technical know-how and is based on ongoing 
laboratory research and testing. Nevertheless, for 
reasons beyond our control, any suggestions always 
require appropriate analysis, testing and monitoring. 
Fila shall not accept any responsibility for improper 
use of its products.

Packaging
500 ml bottles with spray nozzle (trigger): 
12-piece cartons.

 FILAPHZERO 
(dil. 10%)

FUGANET FILAPS87

pH
0.8

FILACLEANER
(dil. 10%)

pH
7

pH
12.2

pH
12.7

REV. 02 - 28/02/2017



protectors
Fila protectors protect surfaces against 
external aggression.  

Each time they are used, they form a 
protective barrier against dirt, dust, water, 
oils, efflorescences, damp, wear-and-tear, 
large-scale traffic, weather conditions and 
even against graffiti and colour sprays.

They create an invisible protective and 
resistant layer which allows the surface to 
breathe, prolongs the life of the material 
and facilitates maintenance.

23

PROTECTORS
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ADVANTAGESWHAT IT’S FOR HOW TO USE IT

ECOWOOD
NOURISHING PROTECTIVE OIL 

 WOOD

No dilution required: ready to use.

Application: 
Shake before use. If necessary remove any 
old layers of varnish first with sandpaper. 
With the surface clean and dry, apply 
ECOWOOD evenly and undiluted using a 
paintbrush. After 20 minutes remove any 
unabsorbed product wiping over with a 
cloth. After waiting 30 minutes apply a 
second coat. The surface can be used 
one hour after the final application. Apply 
a third coat in the same way if the wood is 
particularly absorbent.

 Penetrates and protects wood 
without sealing it.

 Does not make wood oily.
 Provides even absorption and 
enhances natural colour.

 Ready to use and extremely easy to 
apply.

 Base of natural resins and vegetable 
oils (teak oil, tung oil).

 Revitalises, enhances and protects 
furniture, floors, doors, balconies, 
gazebos, etc.

With one litre:

                                            20 m2

“Coverage shown is for guidance purposes only 
and refers to single coats”

COVERAGE  

WARNINGS
• Keep out of reach of children.   
• Do not disperse into the environment after use.   
• Ventilate the premises well during use and while the product is 
drying.
• Repeated exposure may cause skin dryness or cracking. 
• Wood preserver containing vegetable oils and natural resins 

dispersed in a blend of aliphatic and natural solvents.  
TEMPERATURES
Storage temperature: from 0° to 30°C
The product must be applied to material with a temperature of 
between 10° and 30°C.
COMPOSITION
Preserver with a base of vegetable oils and natural resins suspended 
in a blend of aliphatic and natural solvents. 
Pursuant to It.Leg.Dec. No.161/06: non film forming wood preserver 
with EU limit value for this product (Cat. 1/f): 700 g/l (2010). This 
product contains no more than 572.56 g/l.

LABELLING
Warning: Danger
Hazard indication:
May be fatal if swallowed and enters 
airways. Repeated exposure may cause 
skin dryness or cracking.
Caution recommendations:
IF SWALLOWED: Immediately call a POISON CENTER 
or doctor / physician. DO NOT induce vomiting. 
Store locked up. Dispose of contents / container in 
accordance with official regulations.
Contains: ALIPHATIC HYDROCARBON.

TECHNICAL FEATURES
Appearance: liquid
Colour: orange
Odour: typical oil smell
Density: 0.87 kg/l
Flashpoint: 50 °C.

This information is the result of our most up-to-
date technical know-how and is based on ongoing 
laboratory research and testing. Nevertheless, for 
reasons beyond our control, any suggestions always 
require appropriate analysis, testing and monitoring. 
Fila shall not accept any responsibility for improper 
use of its products.

Packaging
500 ml cans: 12-piece cartons.

Caution: 
Carry out a patch test on a small surface area 
to check for any changes in colour.
Do not apply the product externally if rain is 
forecast.

REV. 01 - 19/06/2014
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ADVANTAGESWHAT IT’S FOR HOW TO USE IT

Caution: 
On some concrete floor surfaces FILABETON 
may not adhere efficiently, so we always 
recommend conducting a preliminary test.

FILABETON
GARAGE PROTECTOR

 CONCRETE

No dilution required: ready to use.

Application: 
1. Wash the floor carefully. Rinse and leave 

to dry.
2. Apply FILABETON evenly using a brush, 

roller or wax applicator. 
3. Wait 4 hours, then apply a second coat 

at right angles to the first.

Maintenance:
diluted solution of FILACLEANER. 

 No need to dust and no staining.
 Facilitates maintenance.
 Prolongs floor life.
 Is ideal for industrial plants, 
warehouses, exhibition halls, 
garages...

 It is ready to use and should not be 
diluted.

 Ideal for garages.

 Prevents dust formation and dirt 
absorption.

 Generates a polished film that is also 
resistant to movements of fork-lift 
trucks and carts.

 For interior floors.

WARNINGS
• Keep out of reach of children.   
• Do not disperse into the environment after use.   
• Protect can from frost.

TEMPERATURES
Storage temperature: from 5° to 30° C
The product must be applied to material with a 
temperature of between 10° and 30°C.

COMPOSITION
Aqueous emulsion of acrylic polymers, wetting 
resins, plasticisers and additives (preservative and 
anti-foam agent).

LABELLING
No safety and risk labelling or instructions are 
required, as the product is not classified as hazardous 
under current regulations. 

Pursuant to It.Leg.Dec. No.161/06:
Category: high performance one component 
paints (floor coatings).
EU limit value (Cat: 1/i): 140 g/l (2010)
This product contains no more than 18.55 g/l

TECHNICAL FEATURES
Appearance: liquid
Colour: milky white
Odour: typical acrylic
Density: 1.013 kg/l
pH: 7.9

This information is the result of our most up-to-date 
technical know-how and is based on ongoing laboratory 
research and testing. Nevertheless, for reasons beyond 
our control, any suggestions always require appropriate 
analysis, testing and monitoring. 
Fila shall not accept any responsibility for improper use 
of its products.

With one litre:

Concrete                         20/25 m2 

“Coverage shown is for guidance purposes only 
and refers to single coats”

COVERAGE  

Packaging
5-litre cans in boxes of 4. 

REV. 00 - 08/05/2014
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ADVANTAGESWHAT IT’S FOR HOW TO USE IT

FILAFOB
SOLVENT-BASED STAIN PROTECTOR FOR UNPOLISHED SURFACES  

 TERRACOTTA
 QUARRY TILES
 CONCRETE
 UNPOLISHED 
NATURAL STONE 
 TUFO

No dilution required: ready to use.

Application:
For exterior use: Apply one coat of water-
repellent product beforehand (FILAES82 if it 
is a terracotta surface or HYDROREP on a 
natural stone surface) with the surface dry and 
clean. Allow until it is absolutely dry (about 24 
hours), then apply FILAFOB undiluted using 
a large, flat paintbrush, also soaking the joints 
well. Allow 24 hours before walking on the 
floor. 
For interior use: With the surface clean 
and dry, apply FILAFOB undiluted using a 
large, flat paintbrush, also soaking the joints 
well. Wait 24 hours before walking on the 
floor. Complete the treatment with the most 
suitable wax for the specific surface (e.g. 
FILAMATT - natural effect, FILASATIN - satin 
effect, FILALONGLIFE - polished effect). 

Maintenance: diluted solution of 
FILACLEANER.

 Does not alter original colour and 
appearance.

 Does not form surface film.
 Does not alter terracotta frost 
resistance.

 The product is certified foodsafe.
 Excellent on rustic ground terracotta 
and tumbled marble.

 Ideal for use near kitchens, 
barbecues and car driveways.  

 Stain-proofing agent for internal and 
external surfaces.

 Protective base coat before waxing 
internal surfaces with rustic or 
textured finishes.

 Excellent for coloured cement tiles.
 Natural effect breathing protection.

Packaging
250-ml bottles in boxes of 12.
1-litre cans in boxes of 6. 
5-litre cans in boxes of 4.  

WARNINGS
• Keep out of reach of children.   
• Do not disperse into the environment after use.   
• Ventilate the area if applied on internal surfaces.
• The use of a single-disc cleaning machine is permitted only if it is perfectly 

undamaged.
Outdoor flooring must be properly laid before being treated and must satisfy 
all specific requirements, including: adequate sloping, properly executed 
expansion joints, perfect insulation from underlying ground, proven compatibility 
with sub-zero temperatures.
Does not protect marble and limestone from acid.

TEMPERATURES
Storage temperature: from 0° to 30°C
The product should be applied to materials with temperature between 5° and 
30° C.

COMPOSITION
A blend of synthetic resins dispersed in de-aromatised hydrocarbon solvent. 
Pursuant to It.Leg.Dec. No.161/06 
Binding primers (waterproofing). EU limit value for this product (Cat: 1/h): 750 g/l 
(2010). This product contains no more than 57.99 g/l.

LABELLING
Warning: Danger
Hazard indication:
Flammable liquid and vapour. May be 
fatal if swallowed and enters airways. May 
cause long lasting harmful effects to aquatic 
life. Repeated exposure may cause skin 
dryness or cracking.
Caution recommendations:
If medical advice is needed, have product 
container or label at hand. Keep out of reach 
of children. Keep away from heat / sparks / 
open flames / hot surfaces. No smoking. Wear 
protective gloves / protective clothing / eye protection 
/ face protection. IF SWALLOWED: Immediately call 
a POISON CENTER or doctor / physician. Dispose 
of contents / container in accordance with official 
regulations. Contains: ISOALCANI C10-C12.

TECHNICAL FEATURES
Appearance: liquid
Colour: transparent colourless
Odour: typical hydrocarbon solvent smell
Density: 0.763 kg/l
Flash point: 40 °C

This information is the result of our most up-to-
date technical know-how and is based on ongoing 
laboratory research and testing. Nevertheless, for 
reasons beyond our control, any suggestions always 
require appropriate analysis, testing and monitoring. 
Fila shall not accept any responsibility for improper 
use of its products.

With one litre:

Stone                              10/20 m2

Terracotta rustic Tuscan, polished    15/20 m2 
Terracotta handmade, Spanish, hollow tile, brick     5/10 m² 

“Coverage shown is for guidance purposes only 
and refers to single coats”

COVERAGE  

Caution: 
Never apply FILAFOB onto a surface that is 
already waxed. Do not apply FILAFOB during 
the hottest hours of the day in summer.
Carry out a patch test on a small surface area to 
check for any changes in colour.
Do not apply the product externally if rain is 
forecast.

REV. 02 - 28/02/2017
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ADVANTAGESWHAT IT’S FOR HOW TO USE IT
No dilution required: ready to use. 
Application:
1.  Using a paintbrush, apply the product 

evenly and continually to a clean dry 
surface.  

2. After 24 hours, when the floor is dry, 
remove any residues with a cloth 
dampened with the same product. Dry 
with a dry cloth or kitchen towel.

Maintenance: 
 diluted solution of FILACLEANER.

FILAMP90
SOLVENT-BASED STAIN PROTECTOR FOR POLISHED SURFACES

 POLISHED PORCELAIN 
TILES
 POLISHED STONE AND 
AGGLOMERATES

 Does not change the natural colour of 
surfaces.

 Does not form surface film.
 The product is certified food-safe.
 Impregnates, protects, and makes 
cleaning easier.

 Ideal for the protection of crackle-
effect ceramic tiles.

 The best stain protection for polished 
stone, granite and porcelain.

 Anti-graffiti treatment for vertical 
surfaces in natural stone.

 It is ideally suited for protecting 
kitchen and bathroom tops.

Caution: 
Before applying to the entire surface, test 
the product on a small area to check for 
colour changes.  
Do not apply the product externally if rain 
is forecast.

With one litre:

Marble/Granite                  30 m2

porcelain tiles             30/40 m2

Terrazzo                          20 m2

“Coverage shown is for guidance purposes only 
and refers to single coats”

COVERAGE  

Packaging
250-ml bottles in boxes of 12.
1-litre cans in boxes of 6. 
5-litre cans in boxes of 4.  

WARNINGS
• Keep out of reach of children.  
• Do not disperse into the environment after use. 
• Ventilate the premises well during use and 

while the product is drying.  
• It does not protect marble and limestone from 

acid. 
• The use of a single-disc cleaning machine is 

permitted only if it is perfectly undamaged.

TEMPERATURES
Storage temperature: from 0° to 30°C.
The product should be applied to materials with 
temperature between 5° and 30°C.

COMPOSITION
A mixture of silicon compounds dispersed in de-
aromatised hydrocarbon solvent.
 
 
 
 

LABELLING
Warning: Danger
Hazard indication:
Flammable liquid and vapour. May be fatal 
if swallowed and enters airways. May cause 
drowsiness or dizziness. Repeated exposure may 
cause skin dryness or cracking.   
Caution recommendations: If medical advice 
is needed, have product container or label at 
hand. Keep out of reach of children. Keep away 
from heat, hot surfaces, sparks, open flames and 
other ignition sources. No smoking. Keep container 
tightly closed. Avoid breathing dust / fume / gas / 
mist / vapours / spray. Wear protective gloves / eye 
protection / face protection. IF SWALLOWED: 
immediately call a POISON CENTER / doctor. 
Dispose of contents / container in accordance 
with official regulations. Contains: NAPHTA 
(PETROLEUM), HYDROTREATED LIGHT

TECHNICAL FEATURES
Appearance: liquid
Colour: transparent colourless
Odour: slight hydrocarbon solvent smell
Density: 0,776 kg/l
Flash point: 40 °C

This information is the result of our most up-to-
date technical know-how and is based on ongoing 
laboratory research and testing. Nevertheless, for 
reasons beyond our control, any suggestions always 
require appropriate analysis, testing and monitoring. 
Fila shall not accept any responsibility for improper 
use of its products.

REV. 00 - 21/01/2016
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ADVANTAGESWHAT IT’S FOR HOW TO USE IT

FILAMP90 ECO PLUS
STAIN-PROOFING PROTECTOR WITHOUT HYDROCARBON SOLVENTS

POLISHED PORCELAIN 
TILES
MARBLE
GRANITE 
NATURAL STONE AND 
AGGLOMERATES 

 Contributes towards LEED credits.
 Hydrocarbon solvent free: 
environmentally-friendly treatment

 Due to its water-base, it withstands 
residual humidity and can therefore be 
applied 24-48 hours after the initial wash, 
making treatment quicker.   

 Single-coat application: remove, apply and 
rub in gently until absorbed as this is not 
applicable in all instances.

 Does not form surface film and does not 
yellow.

 It is ideally suited for protecting kitchen 
and bathroom tops. This product is tested 
and  certified food-safe.

 The surface can be walked on after just 
4 hours.

With one litre:

polished porcelain tiles       30-40 m2

Marble/Granite and polished agglomerates   30 m2

Matte honed stone      10-20 m2

“Coverage shown is for guidance purposes only and refers to single coats”

COVERAGE  

WARNINGS
• Keep out of reach of children.   
• Do not disperse into the environment after use.    
• Outdoor flooring must be properly laid before being treated and 

must satisfy all the specific requirements, including: adequate 
sloping, properly executed expansion joints, perfect isolation 
from the underlying ground, proven compatibility with sub-zero 
temperatures. 

• Ventilate the premises well during use and while the product 
is drying.

• It does not protect marble and limestone from acid.

TEMPERATURES
Storage temperature: from 5° to 30° C
The product must be applied to material with a temperature of 
between 10° and 30°C. 

COMPOSITION
Water suspension of organic resins.

LABELLING
No safety and risk labelling or instructions are 
required, as the product is not classified as hazardous 
under current regulations.

TECHNICAL FEATURES
Appearance: transparent liquid 
Colour: slightly opalescent
Odour: characteristic
Density: 1.004  kg/l
pH: 9.9

This information is the result of our most up-to-date 
technical know-how and is based on ongoing laboratory 
research and testing. Nevertheless, for reasons beyond 
our control, any suggestions always require appropriate 
analysis, testing and monitoring. 
Fila shall not accept any responsibility for improper use 
of its products.

Packaging
250 ml flasks in boxes of 12.
1-litre cans in boxes of 6. 
5-litre cans in boxes of 4. 

No dilution required: ready to use. 
Application:
- For natural stone with matte honed finish: 
on dry clean surfaces apply FILA MP90 ECO 
PLUS ‘to saturation’ using a brush or fleece 
pad, working completely into the material. 
Remove any excess product that has not 
been absorbed using a cloth or kitchen paper.
- For natural stone with polished finish: apply 
one even coat of FILA MP90 ECO PLUS on 
dry clean surfaces using a brush or fleece 
pad. Leave for 10 minutes, and then use a 
cloth or kitchen paper soaked in the product 
to make sure the application is uniform and 
remove any unabsorbed excess.  Rub it gently 
in to ensure it penetrates and remove any 
excess
- For polished porcelain tile and dense 
polished marble:  remove the excess after 
4 hours in the same way as for polished 
materials.
Advice from the expert: During maintenance 
work regarding natural and reconstructed 
stones and coloured cement tiles, you can 
apply a finishing wax according to the material 
and the desired effect.

Caution: 
Before applying to the entire surface, test 
the product on a small area to check for 
colour changes. Do not apply the product if 
externally rain is forecast.

DOES NOT CONTAIN HYDROCARBON SOLVENTS
Contributes towards LEED credits.

REV. 00 - 08/05/2014

PICTURES: by courtesy of Ceramiche Atlas Concorde S.p.a.

 Natural finish stain-proofing sealant.
 The best environmentally-friendly stain 
protection for porcelain tiles, natural stone, 
marble and granite with polished, brushed 
and matt honed finishes.

 Reduces absorption without affecting the 
material's natural look.

 Impregnates, protects, and makes 
cleaning easier.

 It is also ideal for grouting joints, ceramic 
and crackle effect surfaces, grit, resin-
marble, and stone slabs.

 Is also suitable for treating coloured 
cement tiles and reconstructed stones.

 Scratch resistant: by protecting the 
surface, scratches can be removed easily 
during the cleaning process.
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ADVANTAGESWHAT IT’S FOR HOW TO USE IT
No dilution required: ready to use.
Application: 
Shake before use. Remove any dust from 
the surface to be treated. It can also be 
applied with a flat paintbrush or a fleece pad. 
Also apply to the edges of the laid material 
with care. Grouting can be done the day 
after application, taking care to sponge 
off the excess before it dries completely. 
Once thoroughly set, wash the surface 
using the most suitable detergent for the 
kind of material used. Assess which type of 
subsequent protective treatment to complete 
the protection cycle.   

FOR PROFESSIONAL USE ONLY: 
spray the product (airless system) on vertical 
surfaces until they are saturated and use 
appropriate PPE, as indicated in the safety 
information sheet.

FILAPRW200
PRE-GROUTING PROTECTOR WATER BASED

 TERRACOTTA
 QUARRY TILES
 UNPOLISHED STONE 
AND AGGLOMERATES

 Protects against grouting.
 It does not affect adhesion between 
grout and material.

 It makes cleaning after laying simple.
 It reduces drying times, making 
subsequent treatment faster.

 Does not affect the material’s 
appearance.

 Non sacrificial.
 Easy application.
 After the application it is possible to 
apply any kind of protection treatment.

 This product has extremely low 
emissions of  VOC: certified by GEV 
and marked by EC1Plus and helps 
towards gaining credits for the LEED.

 Water-based water-repellent 
protector against soiling that occurs 
when fixing. Makes grouting and 
cleaning easier without altering the 
material’s appearance.  

 Ideal for absorbent materials such 
as terracotta, quarry tiles, natural 
and reconstructed stone and 
agglomerates.

Packaging
1 litre cans in boxes of 12.  
5-litre cans in boxes of 4. 

WARNINGS
• Keep out of reach of children.   
• Do not disperse into the environment after use.  

TEMPERATURES
Storage temperature: from 5° to 30° C
The product must be applied to material with a temperature 
of between 10° and 30°C.

COMPOSITION
A blend of resins in emulsion dispersed in water.

LABELLING
No safety and risk labelling or instructions are 
required, as the product is not classified as hazardous 
under current regulations. 

TECHNICAL FEATURES
Appearance: liquid
Colour: milky white
Odour: typical of resin
Density: 0.999 kg/l
pH: 4.7

This information is the result of our most up-to-date 
technical know-how and is based on ongoing laboratory 
research and testing. Nevertheless, for reasons beyond 
our control, any suggestions always require appropriate 
analysis, testing and monitoring. Fila shall not accept any 
responsibility for improper use of its products.

With one litre:

Terracotta rustic Tuscan, polished    15/20 m2 
Terracotta handmade, Spanish, hollow tile, brick    7/10 m² 

 Pietra 10/20 m2

“Coverage shown is for guidance purposes only 
and refers to single coats”

COVERAGE  

Stain-proofing test carried out on Vicenza stone and terracotta.
The untreated section absorbed the grout deep down, which made it 
difficult to clean after laying.
The treated part did not absorb the grout and it was easy to remove 
with the specific detergent.

UNTREATED UNTREATEDTREATED TREATED

AFTER
WASHING

Caution:
Carry out a patch test on a small surface area to 
check for any changes in colour.
Do not apply the product externally if rain is 
forecast.

REV. 00 - 21/01/2016
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ADVANTAGESWHAT IT’S FOR HOW TO USE IT
No dilution required: ready to use.
Application: 
Shake before use. With the surface clean and 
dry, apply FILAPT10 evenly, using a large flat 
paintbrush, fleece applicator pad or roller, 
also working well into the grouting. As this 
is a water-based product, it stands up to 
residual humidity and can therefore even be 
applied just a few days after initial washing.
Apply a second coat of the product 2-3 
hours later following the same method. 
Wait at least 12 hours before walking on the 
surface. 

Maintenance: diluted solution of 
FILACLEANER.

FILAPT10
WATER-BASED WET-LOOK COLOUR-ENHANCING PROTECTOR

 TERRACOTTA
 UNPOLISHED STONE 
AND AGGLOMERATES
 TUFO

 It enhances surfaces, providing a wet 
look.

 It is a water-based product and so 
it is more environmentally friendly. It 
drastically reduces treatment time as 
it can be applied to surfaces still not 
completely dry.

 Highly resistant to light and heavy 
traffic.

 Weather resistant
 Treated surfaces are easier to clean.
 Does not alter terracotta frost 
resistance.

 A colour-enhancing, water and oil 
repellent sealer that protects outdoor 
surfaces in terracotta, unpolished 
natural stone and agglomerates.

 It protects surfaces against stains and 
dirt and is therefore the ideal product 
for use near kitchens, barbecues and 
on driveways where cars are parked.  

WARNINGS
• Keep out of reach of children.   
• Do not disperse into the environment after use. 
Outdoor flooring must be properly laid before being 
treated and must satisfy all specific requirements, 
including: adequate sloping, properly executed expansion 
joints, perfect insulation from underlying ground, proven 
compatibility with sub-zero temperatures.

TEMPERATURES
Storage temperature: from 5° to 30° C
The product must be applied to material with a temperature 
of between 10° and 30°C.

COMPOSITION
Product with a base of emulsions and synthetic waxes.

LABELLING
Signal words: Warning
 
Causes serious eye irritation. 

Wash hands thoroughly after handling. 
Wear protective gloves / protective clothing / eye 
protection / face protection. IF IN EYES: Rinse 
cautiously with water for several minutes. Remove 
contact lenses, if present and easy to do. Continue
rinsing. If eye irritation persists: Get medical advice 
/ attention.

TECHNICAL FEATURES
Appearance: liquid
Colour: milky white
Odour: typical of resin
Density: 1.023 kg/l
pH: 7.0

This information is the result of our most up-to-date 
technical know-how and is based on ongoing laboratory 
research and testing. Nevertheless, for reasons beyond 
our control, any suggestions always require appropriate 
analysis, testing and monitoring. Fila shall not accept 
any responsibility for improper use of its products.

With one litre:

Terracotta Tuscan, rustic               15/20 m² 

Terracotta handmade, Spanish, hollow tile, brick  7/10 m² 
 Stone         10/20 m²

“Coverage shown is for guidance purposes only and refers to single coats”

COVERAGE  

Packaging
1 litre cans in boxes of 12.  
5-litre cans in boxes of 4. 

REV. 01 - 28/02/2017

Caution: 
For surfaces with low absorbency (slate, Botticino or 
Carrara marble) we recommend diluting the product 
with water (1:1 dilution). 
Do not use on polished surfaces. 
Do not apply the product externally if rain is forecast. 
The product cannot be applied to supports with 
problems connected with rising damp.

If product has been wrongly applied or if a thorough 
cleaning is required, remove FILAPT10 using 
FILANOPAINT STAR.
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ADVANTAGESWHAT IT’S FOR HOW TO USE IT

Caution: 
Do not apply the product on the front of 
polished slopes.

FILAPW10 
PRE-FIXING EFFLORESCENCE-BLOCKING PROTECTOR

 BACK SURFACE OF 
NATURAL STONES
 GRANITE
 MARBLE
 POLISHED MARBLE
 TERRACOTTA AND 
ABSORBENT MATERIALS

No dilution required: ready to use.

Application: 
Thoroughly clean the back of the tile or 
slab, removing dust and residues. Apply 
the product evenly and continuously on 
the back and on the side of the material 
using a large flat paintbrush, trying to avoid 
pooling. 

FOR PROFESSIONAL USE ONLY:
spray the product (airless system) on 
vertical surfaces until they are saturated 
and use appropriate PPE, as indicated in 
the safety information sheet. 
  

 The product stops contaminants 
rising up from the substrate and 
prevents the formation of stains and 
streaks on the surface.

 It does not form a surface film and 
allows treated materials to breathe.

 It does not alter the  adhesive and 
grouting adhesion (UNI EN 1348-
2009 e ASTM C482-02 R-2009).

 Water-based product - VOC free.
 Permanent protection.
  Ideal for floors and all surfaces.

 Efflorescence blocking sealant to 
be applied on the back of tiles and 
absorbent paving slabs.

 The product stops contaminants 
rising up from the substrate to the 
material surface (salts, tannin, oxides 
etc.), preventing the formation of 
streaks and/or stains.

 Pre fixing protector.
 Specific product for natural stones, 
granite, marble, agglomerates, 
terracotta and absorbent materials.

With one litre:

10/15 m2 

“Coverage shown is for guidance purposes only and refers to single coats”

COVERAGE  

Packaging
5-litre cans in boxes of 4.

UNTREATED TREATED

REV. 00 - 21/01/2016

WARNINGS
• Keep out of reach of children.  
• Do not disperse into the environment after use. 
• Protect can from frost.  

TEMPERATURES
Storage temperature: from 5° to 30° C.
This product must be applied to surfaces with 
temperature between 10°C and 30°C.

COMPOSITION
Single component system with silicon organic 
compound base.
 
 
 
 

LABELLING
Hazard indication: 
Causes serious eye irritation. Causes skin 
irritation.  
Caution recommendations:
If medical advice is needed, have product 
container or label at hand.
Keep out of reach of children.
Wash hands thoroughly after handling. Wear protective 
gloves / eye protection / face protection. If skin irritation 
occurs: Get medical advice / attention.                  

TECHNICAL FEATURES
Appearance: liquid
Colour: colourless
Odour: pungent
Density: 1.014 kg/l
pH: 13
Flammability: >60°C

This information is the result of our most up-to-date technical 
know-how and is based on ongoing laboratory research 
and testing. Nevertheless, for reasons beyond our control, 
any suggestions always require appropriate analysis, testing 
and monitoring. Fila shall not accept any responsibility for 
improper use of its products.
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No dilution required: ready to use.
Application: 
1.  Apply FILASTONE PLUS on dry surfaces 

using a brush, sponge or other appropriate 
tool. 

2.  During application, rub the surface with 
a sponge or a cloth, so that the product 
penetrates and any excess can be removed. 

3. The floor is ready for use after about eight 
hours.

4. To improve colour revival, apply several coats 
of the product within 8-hour intervals.

Maintenance: diluted solution of 
FILACLEANER.

FOR PROFESSIONAL USE ONLY: 
spray the product (airless system) on vertical 
surfaces until they are saturated and use 
appropriate PPE, as indicated in the safety 
information sheet.

FILASTONE PLUS
SOLVENT-BASED COLOUR-ENHANCING STAIN PROTECTOR

 STONE AND 
AGGLOMERATES
 MARBLE
 GRANITE

 Produces a reviving effect on all 
finishes.

 For indoor and outdoor use.
 Does not yellow, resists UV 
radiation, and it provides enduring 
protection.

 Extremely high coverage.
 Does not form surface film.
 The product is certified food-safe.

 Protects and revives the original 
colour of polished, untreated and 
tumbled natural stone.  

 Deeply penetrates the material and 
protects it from watery or oily stains 
and dirt.

 Ideal for all stone applications, 
worktops and any decorative stone 
objects. 

 Excellent for use internally and 
externally.

Caution:
Once treated with FILASTONE PLUS, the 
stone surface cannot be restored to its original 
condition: before treating the surface, carry out a 
spot test to verify the final colour effect.
It is recommended, for external surfaces, to repeat 
the treatment every year so that the enhancing 
effect is assured. It does not protect marble and 
limestone from acid. Do not apply the product 
externally if rain is forecast.

With one litre:

Polished stone               30/50 m2   
Unpolished stone           15/25 m2

“Coverage shown is for guidance purposes only 
and refers to single coats”

COVERAGE  

Packaging
250-ml bottles in boxes of 12.
1-litre cans in boxes of 6.
5-litre cans in boxes of 4.   

WARNINGS
• Keep out of reach of children.  
• Do not disperse into the environment after use. 
• The use of a single-disc cleaning machine is 

permitted only if it is perfectly undamaged.  

TEMPERATURES
Storage temperature: from 0°C to 30°C
The product should be applied to materials with 
temperature between 5° and 30°C.

COMPOSITION
A mixture of silicon compounds dispersed in de-
aromatised hydrocarbon solvent.
 
 
 
 

LABELLING
Warning: Danger
Hazard indication:
Flammable liquid and vapour. May be fatal if 
swallowed and enters airways. Causes serious 
eye irritation. Repeated exposure may cause skin 
dryness or cracking.
Caution recommendations:
If medical advice is needed, have product 
container or label at hand. Keep out of reach 
of children. Keep away from heat / sparks / 
open flames / hot surfaces. No smoking. Keep 
container tightly closed. Wear protective gloves/
protective clothing/eye protection/face protection. 
IF SWALLOWED: Immediately call a POISON 
CENTER or doctor / physician. Dispose 
of contents / container in accordance with 
official regulations. Contains: NAPHTA (PETROL.) 
HYDROTREATED HEAVY        

TECHNICAL FEATURES
Appearance: transparent liquid
Colour: colourless
Odour: typical solvent smell
Density: 0,874 kg/l
Flashpoint: 40°C

This information is the result of our most up-to-
date technical know-how and is based on ongoing 
laboratory research and testing. Nevertheless, for 
reasons beyond our control, any suggestions always 
require appropriate analysis, testing and monitoring. 
Fila shall not accept any responsibility for improper 
use of its products.

REV. 00 - 21/01/2016
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ADVANTAGESWHAT IT’S FOR HOW TO USE IT

FILASTONE PLUS
SOLVENT-BASED COLOUR-ENHANCING STAIN PROTECTOR

REV. 01 - 28/02/2017

FILASTOP DIRT
PROTECTIVE BARRIER AGAINST DIRT

 TEXTURED  
PORCELAIN TILES
 UNPOLISHED  
PORCELAIN TILES
 LAPPATO 
PORCELAIN TILES

PICTURES: by courtesy of Ceramiche Atlas Concorde S.p.a.

COMPOSITION
A mixture of silicone resins dispersed in 
dearomatised hydrocarbon solvent.  

WARNINGS
This is a solvent-based product, the room should be 
aerated during application.
Keep out of reach of children.
Do not disperse into the environment after use.
The use of a single-disc cleaning machine is 
permitted only if it is perfectly undamaged.

TEMPERATURES
Storage temperature: from 0°C to 30°C
The product should be applied to materials with 
temperature between 5° and 30°C.

LABELLING
Warning: Danger
Hazard indication:
Flammable liquid and vapour. May be 
fatal if swallowed and enters airways. May 
cause drowsiness or dizziness. Repeated 
exposure may cause skin dryness or cracking.  
Caution recommendations: If medical 
advice is needed, have product container 
or label at hand. Keep out of reach of 
children. Keep away from heat, hot surfaces, 
sparks, open flames and other ignition sources. 
No smoking. Keep container tightly closed. 
Wear protective gloves / eye protection 
/ face protection. IF SWALLOWED: 
immediately call a POISON CENTER / 
doctor. Dispose of contents / container 
in accordance with local/regional/national/
international regulation. Contains: De-aromatized 

mineral turpentine.

TECHNICAL FEATURES
Appearance: liquid
Colour: colourless
Odour: typical of hydrocarbon solvent
Density: 0.851 kg/l
Flammability: > 40° C

This information is the result of our most up-to-date 
technical know-how and is based on ongoing laboratory 
research and testing. Nevertheless, for reasons beyond 
our control, any suggestions always require appropriate 
analysis, testing and monitoring. 
Fila shall not accept any responsibility for improper use 
of its products.

No dilution required: The product is ready to use.

Application instructions 
Application for new installations: 
1. Wash the floor thoroughly using DETERDEK 
(cement grout) or FILACR10 (epoxy grout). 
2. Apply FILASTOP DIRT to a clean and dry floor 
also treating the grout, covering evenly with a 
fleece or other suitable applicator. 
Advice from the expert: 
Given the product’s high coverage, apply a 
moderate quantity of product to treat 2-3 m2 of 
surface area at a time.
3. Rub the surface with a cloth or floor scrubber 
with white disc.
4. Fully remove any residues within 10 minutes, 
either manually using a microfibre cloth or with a 
single-disc floor scrubber.
5. After at least 12 hours, before treading on the 
treated surface, remove any product residues 
using a clean microfibre cloth. 
Application on untreated surface to be restored:
1. Wash the floor using FILAPS87 and/or 
DETERDEK.
2. Apply FILASTOP DIRT on the dry surface in the 
manner described above.

 Provides prolonged protection over time
 For interior and exterior use
 High coverage
 Does not alter the material's anti-slip 
rating (tests conducted in conformity 
with B.C.R.A. and ASTMC 1028-2007 
methods).

 Does not form surface film
 UV resistant and non-yellowing

 Makes cleaning quick and easy and 
surfaces hygienic

 Improves the material's resistance to dirt
 Maintains the original appearance of the 
material over time

With one litre:

Textured, natural and 
Lappato porcelain tiles

up to 70 m2

Coverage is indicative of one coat and may vary according to the material.

COVERAGE 

Packaging
500ml cans: 12-piece cartons. 

Caution: 
The product may enhance the colour of 
the material or grouting; carry out a spot test 
beforehand. Aerate rooms during use. Do not 
apply to matt-finish lappato porcelain tiles.  
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No dilution required: ready to use.
Application: 
1. On a clean and dry surface, apply one 

even and continuous coat of FILAWET 
with a brush 

2. After 24 hours repeat treatment in the 
same way. 

3. For very absorbent materials, a third 
coat may be required to reach the 
desired wet effect.

Maintenance: diluted solutions of 
FILACLEANER. In the areas most 
exposed to weather conditions we 
recommend applying the product again 
every two years. 

FILAWET
SOLVENT-BASED WET-LOOK CONSOLIDATING PROTECTOR

 UNPOLISHED 
NATURAL STONE AND 
AGGLOMERATES
 TUFO

 Provides a wet effect that can be 
intensified with several applications.

 Does not yellow with ageing or due to 
any environmental condition.

 Does not scrape from surface.

 Gives wet look to untreated surfaces 
(tumble finishes, flame finishes, 
natural sawn finishes).  

 Protects material from water and oil.
 Consolidating effect treatment.

WARNINGS
• Keep out of reach of children.   
• Do not disperse into the environment after use.  
• If used indoors, it is advisable to ventilate the area well. 
• The use of a single-disc cleaning machine is permitted only if it is 

perfectly undamaged.
Outdoor flooring must be properly laid before being treated 
and must satisfy all specific requirements, including: adequate 
sloping, properly executed expansion joints, perfect insulation 
from underlying ground, proven compatibility with sub-zero 
temperatures.
TEMPERATURES
Storage temperature: from 0° to 30°C
The product should be applied to materials with temperature 
between 5° and 30° C.
COMPOSITION
Synthetic resins dispersed in aromatic hydrocarbon solvent.
Pursuant to It.Leg.Dec. No.161/06 class: Fixative primers 
(consolidator)  
EU limit value for this product (Cat: 1/h): 750 g/l (2010)
This product contains no more than 739.20 g/l

LABELLING
Warning: Danger
Hazard indication:
Flammable liquid and 
vapour. May be fatal if 
swallowed and enters 
airways. May cause 
respiratory irritation. 
May cause drowsiness 
or dizziness. Toxic to 
aquatic life with long 
lasting effects. Repeated 
exposure may cause skin 
dryness or cracking.
Caution recommendations: If medical advice is 
needed, have product container or label at hand. Keep 
out of reach of children. Keep away from heat / sparks 
/ open flames / hot surfaces. No smoking. Wear 
protective gloves / protective clothing / eye protection 
/ face protection. IF SWALLOWED: Immediately call 

a POISON CENTER or doctor / physician. Dispose 
of contents / container in accordance with official 
regulations.
Contains: SOLVENT NAPHTA (PETROLEUM), LIGHT 
AROM.
 
TECHNICAL FEATURES
Appearance: viscous liquid
Colour: transparent
Odour: typical of aromatic solvent
Density: 0.908 kg/l
Flash point: 40 °C

This information is the result of our most up-to-
date technical know-how and is based on ongoing 
laboratory research and testing. Nevertheless, for 
reasons beyond our control, any suggestions always 
require appropriate analysis, testing and monitoring. 
Fila shall not accept any responsibility for improper use 
of its products.

With one litre:

10/20 m2                 

“Coverage shown is for guidance purposes only 
and refers to single coats”

COVERAGE  

Packaging
1-litre cans in boxes of 12. 
5-litre cans in boxes of 4.   

REV. 01 - 28/02/2017

Caution: 
do not apply the product externally if rain is forecast 
during the following 24 hours. 
Do not walk on floor while it's drying: wait 24 hours 
after last product application. In the areas most 
exposed to weather conditions we recommend 
applying the product again every two years. 
Do not apply on terracotta floors or polished/very 
smooth surfaces. If product has been wrongly applied 
or if a thorough cleaning is required, remove FILAWET 
using FILANOPAINT STAR. The product cannot be 
applied to supports with problems connected with 
rising damp.  
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FILAWET
SOLVENT-BASED WET-LOOK CONSOLIDATING PROTECTOR

No dilution required: ready to use.

Indoor surfaces in terracotta and 
untreated stone: 
On a clean and dry surface, apply one coat 
of FILAW68, evenly, using a paintbrush or 
fleece pad, also soaking the joints well. Wait 
4 hours, then apply a coat of FILAJET. Wait 
at least an hour, then apply a coat of the 
specific finishing wax for the effect desired 
(FILAMATT: natural; FILASATIN: satin; 
FILACLASSIC and FILALONGLIFE: glossy).
Internal surfaces in terracotta and 
polished stone: 
On a clean and dry surface, apply one coat 
of FILAW68, evenly, using a paintbrush or 
fleece pad, also soaking the joints well. Wait 
4 hours and then, apply a coat of Fila Jet and 
following with the deisired wax (FILAMATT: 
natural; FILASATIN: satin; FILACLASSIC and 
FILALONGLIFE: glossy).

Outdoor surfaces in terracotta, stone and 
concrete: 
On a clean surface, apply 2 coats of FILAW68 
evenly, using a paintbrush or fleece pad, also 
soaking the joints well.

Maintenance: 
diluted solution of FILACLEANER.

FILAW68
WATER-BASED STAIN PROTECTOR FOR UNPOLISHED SURFACES

 TERRACOTTA
 QUARRY TILES
 CONCRETE
 UNPOLISHED STONE 
AND AGGLOMERATES

 Natural finish: does not alter appearance.
 It is a water-based product and so it is 
more environmentally friendly. It drastically 
reduces treatment time as it can be 
applied to surfaces still not completely 
dry.

 Does not form surface film.
 Does not alter terracotta frost resistance.
 Excellent also for concrete surfaces.
 The product is certified foodsafe
 This product has extremely low VOC emissions: 
certified by GEV and marked by EC1Plus and helps 
towards gaining credits for the LEED.

WARNINGS
• Keep out of reach of children.   
• Do not disperse into the environment after use.   
• Protect can from frost. Store at room temperature.
Outdoor flooring must be properly laid before being treated 
and must satisfy all the specific requirements, including: 
adequate sloping, properly executed expansion joints, 
perfect isolation from the underlying ground, proven 
compatibility with sub-zero temperatures. It does not protect 
marble and limestone from acid.

TEMPERATURES
Storage temperature: from 5° to 30° C
The product must be applied to material with a temperature 
of between 10° and 30°C.

COMPOSITION
Water suspension of organic resins.

LABELLING
No safety and risk labelling or instructions are 
required, as the product is not classified as hazardous 
under current regulations.

Pursuant to It.Leg.Dec. No.161/06:
Category: Binding primers (waterproofing).
EU limit value (Cat: 1/h): 30 g/l (2010).
This product contains no more than 0 g/l.

TECHNICAL FEATURES
Appearance: liquid
Colour: transparent pale yellow
Odour: spirit-based
Density: 1.010 kg/l
pH: 4.6

This information is the result of our most up-
to-date technical know-how and is based 
on ongoing laboratory research and testing. 
Nevertheless, for reasons beyond our control, 
any suggestions always require appropriate 
analysis, testing and monitoring. Fila shall not 
accept any responsibility for improper use of its 
products.

Packaging
1 litre cans in boxes of 12.  
5-litre cans in boxes of 4. 

With one litre:

Terracotta rustic Tuscan, polished          15/20 m² 

Terracotta handmade, Spanish, hollow tile, brick      7/10 m² 
 Stone         10/20 m²

“Coverage shown is for guidance purposes only 
and refers to single coats”

COVERAGE  

Caution:
Carry out a patch test on a small surface area 
to check for any changes in colour.
Do not apply the product externally if rain is 
forecast.

REV. 01 - 28/02/2017

 Seals and protects porous materials 
such as rough-finish natural stone, 
terracotta and cement from oily dirt.

 Drastically reduces absorption without 
affecting the material's natural look.

 Suitable for interior and exterior 
surfaces.

 For use on interior floors as a protective 
base-coat before the application of wax.

 Scratch resistant: by protecting the 
surface, scratches can be removed 
easily during the cleaning process.



36

ADVANTAGESWHAT IT’S FOR HOW TO USE IT

No dilution required: ready to use.

Application: 
1. Pour the product into a suitable container 

and apply it uniformly over the grout joints 
using a small brush. 

2. Remove any excess product from the tiles 
using blotting paper or a clean cloth.

3. Leave to dry. After one hour, the surface 
will be ready to walk on.

The product may be poured into a suitable 
container and applied directly to the tiles with 
a paintbrush.  

The product may be poured into a suitable 
container and applied directly to the tiles with 
a paintbrush.
Any smudges of the product onto nearby 
tiles should be removed immediately using a 
paper towel or a clean cloth.
For protecting mosaics with small-size tiles, 
it is advisable to apply the product over 
the entire surface and remove any excess 
product from the tiles subsequently, using a 
paper towel or dry cloth.

FUGAPROOF
WATER-BASED STAIN PROTECTOR FOR GROUTING

 CONCRETE GROUT 
JOINTS

 Does not affect grout colour.
 Double action: protects grout and 
makes cleaning easier.

 Odourless.
 Dries very quickly.
 Water-based product, more 
environmentally-friendly.

 Handy spout for easy pouring.
 This product has extremely low 
emissions of  VOC: certified by GEV 
and marked by EC1PLUS

 Prevents stain absorption.
 Make dirt removal easier.
 Ideal for mosaics.
 Keeps tile joints looking new for 
years.

WARNINGS
• Keep out of reach of children.   
• Do not disperse into the environment after use.  
• Protect can from frost.

TEMPERATURES
Storage temperature: from 5° to 30° C
The product must be applied to material with a temperature 
of between 10° and 30°C.

COMPOSITION
Water suspension of organic resins.

LABELLING
No safety and risk labelling or instructions are 
required, as the product is not classified as hazardous 
under current regulations.

Pursuant to It.Leg.Dec. No.161/06:
Category: Binding primers (waterproofing).
EU limit value (Cat: 1/h): 30 g/l (2010).
This product contains no more than 0 g/l.

TECHNICAL FEATURES
Appearance: liquid
Colour: transparent pale yellow
Odour: spirit-based
Density: 1.010 kg/l
pH: 4.6

This information is the result of our most up-to-
date technical know-how and is based on ongoing 
laboratory research and testing. Nevertheless, for 
reasons beyond our control, any suggestions 
always require appropriate analysis, testing and 
monitoring. Fila shall not accept any responsibility 
for improper use of its products.

Packaging
500 ml bottles in boxes of 12.  

With one litre:

100 m2 and grout joints with 
10x10 tiles and 0.5 cm grouting

750 m2 and grout joints with 
30x30 tiles and 0.2 cm grouting

“Coverage shown is for guidance purposes only 
and refers to single coats”

COVERAGE  

REV. 01 - 02/12/2015
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FUGAPROOF
WATER-BASED STAIN PROTECTOR FOR GROUTING

HYDROREP
SOLVENT-BASED WATER-REPELLENT PROTECTOR

 UNPOLISHED STONE 
AND AGGLOMERATES
 CONCRETE
 MANUFACTURED STONE

No dilution required: ready to use.

Application: 
Using a paintbrush, apply the product 
evenly and continually to a clean dry 
surface. You can apply the product once or 
twice, depending on the absorbing capacity 
of material, waiting 24 hours between one 
coat and the next. Apply one coat on low-
absorbency natural stones (such as slate), 
and two coats on more absorbent natural 
stones or on cement. For outdoor surfaces 
where oil-repellent qualities are also 
required, after 24 hours apply a finishing 
coat of FILAFOB. 

Maintenance: diluted solution of 
FILACLEANER 
  
FOR PROFESSIONAL USE ONLY: 
spray the product (airless system) on vertical 
surfaces until they are saturated and use 
appropriate PPE, as indicated in the safety 
information sheet.

 It provides a breathable, lasting 
and renewable protection.

 Does not affect the material’s 
natural look.

 Does not yellow with ageing or 
with any environmental condition.

 High penetration capacity.
 Provides high coverage.
 Prevents moss and mould 
formation.

 It protects against efflorescence.

 Protects outdoor floors from water 
and damp.

 Makes walls and coverings water-
repellent.

 Ideal for cement.
 Protects grout joints.
 Protects against deterioration due 
to weather conditions.

With one litre:

Natural stone                        10/20 m²

Concrete        5 m²

“Coverage shown is for guidance purposes only and refers to single coats”

COVERAGE 

Packaging
1-litre cans in boxes of 12. 
5-litre cans in boxes of 4.

WARNINGS
• Keep out of reach of children.  
• Do not disperse into the environment after use. 
• It does not protect marble and limestone from acid.  
• The use of a single-disc cleaning machine is permitted only 

if it is perfectly undamaged. 
Outdoor flooring must be properly laid before being treated 
and must satisfy all specific requirements, including: adequate 
sloping, properly executed expansion joints, perfect insulation 
from underlying ground, proven compatibility with sub-zero 
temperatures.

TEMPERATURES
Storage temperature: from 0°C to 30°C
The product should be applied to materials with temperature 
between 5° and 30°C.

COMPOSITION
A mixture of siloxane compounds dispersed in de-aromatised 
hydrocarbon solvent.
 
 
 
 

LABELLING
Warning: Danger
Hazard indication:
Flammable liquid and vapour. May be fatal 
if swallowed and enters airways. May cause 
drowsiness or dizziness.
Repeated exposure may cause skin dryness or 
cracking.
Caution recommendations: If medical advice is 
needed, have product container or label at hand. 
Keep out of reach of children. Keep away from heat, hot 
surfaces, sparks, open flames and other ignition sources. 
No smoking. Keep container tightly closed. Wear 
protective gloves / eye protection / face protection. 
IF SWALLOWED: immediately call a POISON 
CENTER / doctor  Dispose of contents / container 
in accordance with official regulations Contains: De-
aromatized mineral turpentine 

TECHNICAL FEATURES
Appearance: liquid
Colour: colourless
Odour: slight hydrocarbon solvent smell
Density: 0,777 kg/l
Flash point: 40 °C

This information is the result of our most up-to-
date technical know-how and is based on ongoing 
laboratory research and testing. Nevertheless, for 
reasons beyond our control, any suggestions 
always require appropriate analysis, testing and 
monitoring. Fila shall not accept any responsibility 
for improper use of its products.

Caution: 
On natural stone carry out a patch test 
on a small surface area to check for any 
changes in colour. Do not apply the product 
externally if rain is forecast. 

ADVANTAGESWHAT IT’S FOR HOW TO USE IT

REV. 01 - 22/01/2016
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HYDROREP ECO
SOLVENT-BASED WATER-REPELLENT PROTECTOR

 UNPOLISHED STONE 
AND AGGLOMERATES
 CONCRETE
 TERRACOTTA
 EXPOSED BRICKS
 QUARRY TILES
 PLASTER
 TUFO

No dilution required: ready to use.

Application: 
Apply the product on a clean and dry surface by 
wetting the material with a paintbrush until it is 
saturated. Use a clean cloth to pad dry and remove 
any residues before the product dries completely. 
The surface dries after a mere 4 hours.   

FOR PROFESSIONAL USE ONLY: spray the 
product (airless system) on vertical surfaces until 
they are saturated and use appropriate PPE, as 
indicated in the safety information sheet.
   

 Anti-fouling barrier certified by tests 
conducted in conformity to the UNI EN 
ISO 846: 1999 method.

 Ideal for protecting external walls.
 Resists UV radiation.
 Does not alter terracotta frost 
resistance.

 It protects against efflorescence.
 Can be applied to surfaces with residual 
humidity: drastically reduced application 
times.

 The treatment preserves the material's 
level of breathability above 90%.

 Water repellent with natural effect.
 Deeply penetrates the material while 
allowing the surface to breathe.

 Hampers the build-up of algae, moulds 
and lichen.

 Protects the surface against deterioration 
caused by weathering.

With one litre:

Terracotta, exposed bricks, 
quarry tiles, stone, plaster                        10/20 m2

Concrete        8-10 m2

“Coverage shown is for guidance purposes only and 
refers to single coats”

COVERAGE 

Packaging
1-litre cans in boxes of 12. 
5-litre cans in boxes of 4.

Caution: 
Carry out a patch test on a small surface area to 
check for any changes in colour.
Avoid pooling of unabsorbed product. If it starts 
raining during the treatment, interrupt application 
and cover the entire surface. Do not apply the 
product externally if rain is forecast. Any stubborn 
residues can be removed when the product dries, 
using FILAPS87 diluted 1:10 with a white disc. 
Avoid applying on surfaces with condensate build-
up and under direct sunlight. The product takes 
effect 24 hours after application and maximum 
protection is reached after 10 days. 

WARNINGS
• Keep out of reach of children.  
• Do not disperse into the environment after use. 
• Outdoor flooring must be properly laid before being treated 

and must satisfy all the specific requirements, including: 
adequate sloping, properly executed expansion joints, 
perfect isolation from the underlying ground, proven 
compatibility with sub-zero temperatures. It does not 
protect marble and limestone from acid.  

TEMPERATURES
Storage temperature: from 5° to 30° C.
This product must be applied to surfaces with temperature 
between 10°C and 30°C.

COMPOSITION
A blend of siloxane emulsions dispersed in water.
 
 
 
 

LABELLING
No safety and risk labelling or instructions are required, as 
the product is not classified as hazardous under current 
regulations. 

SAFETY DATA SHEET ONLY AVAILABLE ON REQUEST.
 
   
 
                       

TECHNICAL FEATURES
Appearance: liquid
Colour: milky white
Odour: typical of resin
Density: 0.992 kg/litre
pH: 7

This information is the result of our most upto-
date technical know-how and is based on ongoing 
laboratory research and testing. Nevertheless, for 
reasons beyond our control, any suggestions always 
require appropriate analysis, testing and monitoring. 
Fila shall not accept any responsibility for improper 
use of its products.
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SALVATERRAZZA®

SOLVENT-BASED ANTI-INFILTRATION CONSOLIDATING PROTECTOR

 TERRACOTTA
 QUARRY TILES
 PORCELAIN TILES
 STONE AND 
AGGLOMERATES
 CONCRETE

WARNINGS
• Keep out of reach of children.   
• Do not disperse into the environment after use.  
• The use of a single-disc cleaning machine is 

permitted only if it is perfectly undamaged. 

TEMPERATURES
Storage temperature: from 0° to 30°C.
The product should be applied to materials with 
temperature between 5° and 30° C.

COMPOSITION
• A mixture of siloxane compounds dispersed in 
de-aromatised hydrocarbon solvent. 
Pursuant to It.Leg.Dec. No.161/06 class: Fixative 
primers (consolidator)  
EU limit value for this product (Cat: 1/h): 750 g/l (2010)
This product contains no more than 624.87 g/l

LABELLING
Warning: Danger
 
Flammable liquid and vapour. May be fatal 
if swallowed and enters airways. Causes 
serious eye irritation. Harmful to aquatic life with 
long lasting effects.
 
If medical advice is needed, have product 
container or label at hand. Keep out of reach 
of children. Keep away from heat / sparks / 
open flames / hot surfaces. No smoking. 
Wear protective gloves / protective clothing / eye 
protection / face protection. IF SWALLOWED: 
Immediately call a POISON CENTER or doctor 
/ physician. Dispose of contents / container in 
accordance with official regulations. Contains: 
NAPHTA (PETROL.) HYDROTREATED HEAVY

TECHNICAL FEATURES
Appearance: liquid
Colour: colourless
Odour: slight hydrocarbon solvent smell
Density: 0.777 kg/l
Flash point: 40 °C

This information is the result of our most up-to-date 
technical know-how and is based on ongoing laboratory 
research and testing. Nevertheless, for reasons beyond 
our control, any suggestions always require appropriate 
analysis, testing and monitoring. 
Fila shall not accept any responsibility for improper use of 
its products.

REV. 00 - 07/03/2013

No dilution required: ready to use.

Application: 
Wash the floor thoroughly with a de-greasing detergent 
FILAPS87 or DETERDEK according to need. When the 
floor is dry, apply SALVATERRAZZA evenly over the entire 
surface, using a paintbrush or other applicator, taking care 
to impregnate joints and cracks thoroughly. Work into the 
surface with a cloth within 5 minutes so as to dry it and 
remove any excess product thoroughly. 
The paving can be walked on 24 hours after the final coat.   
FOR PROFESSIONAL USE ONLY: spray the product 
(airless system) on vertical surfaces until they are saturated 
and use appropriate PPE, as indicated in the safety 
information sheet.

 It does not form surface film and allows 
treated materials to breathe.

 Easy to use because it is ready to apply.
 Does not yellow with ageing or with any 
environmental condition.

 Provides high coverage.

 Protects terracotta, quarry tiles, porcelain 
tiles, cement and natural stone from water 
and damp.

 Penetrates into materials strengthening the 
surface.

 Removes any water seepage problem.
 Prevents water seepage, and formation 
of mould and efflorescence and 
consequently any serious structural 
issues.

 Protects grout joints.
 Penetrates into small cracks (from 0.5 µm 
to 1 mm) making them water repellent.

With one litre:

Terracotta, Stone                        10/15 m²

Porcelain tiles, Quarry tiles        30 m²

“Coverage shown is for guidance purposes only and refers to single coats”

COVERAGE 

Packaging
1-litre cans in boxes of 12. 
5-litre cans in boxes of 4.

Caution: 
On particularly absorbent materials such as sandstone, 
limestone, terracotta and concrete, apply a second coat 
24 hours after the first, following the same procedure. 
The product may brighten the material, so we recommend 
testing its reaction beforehand on a small area. Do not 
apply the product externally if rain is forecast.    

Salvaterrazza removes any water 
seepage problems which form 
mould, efflorescences and further 
structure issues with frost.

The product penetrates into 
fissures and bonds chemically with 
the material increasing its solidity.

Salvaterrazza prevents water 
penetration but lets the material 
breathe without creating any 
superficial film.

HOW IT WORKS



finishing
Fila waxes are the products that have 
marked the growth of the company.

Fila treatment on terracotta revolutionised 
the art of protecting surfaces and opened 
up a new pathway for the entire sector. Fila 
waxes meet the needs of all home surfaces: 
they can clean, protect and provide that 
effect that is unique in the world which 
brings out the best in all the most beautiful 
and elegant materials. Today Fila waxes 
allow you to produce customised, tailor-
made finishes: with polished, matte, natural 
and satin effects. Their common features 
are great resistance and ease in use
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ADVANTAGESWHAT IT’S FOR HOW TO USE IT

finishing Dilution: either undiluted or diluted according to 
requirements.

Protects surfaces in marble and stone 
agglomerates and stone with polished finish:
Existing floors: apply undiluted wax with a damp 

cloth or other applicator. Let it dry well (about 1 
hour), then buff with a wool cloth or floor polisher.

New floors: dilute 1 litre of product in 1-2 litres of 
water and apply, proceeding as described above.

For finishing the treatment with the application 
of a water/solvent-based protectors (terracotta 
and natural stone):
 After the application of water-proofing (e.g. 

FILAW68 or FILAFOB), spread FILACLASSIC 
undiluted using a fleece pad or other suitable 
applicator. Let it dry well (about 1 hour), then buff 
with a wool cloth or floor polisher.

For traditional treatment with paste wax on 
terracotta:
 Apply the undiluted product with a flat paintbrush. 

After 4 hours, apply two coats of paste wax 
NATURWAX. Wait 8 hours, polish and then 
complete the treatment with a last coat of 
FILACLASSIC undiluted wax with a cloth, fleece 
pad or other applicator. Let it dry well (about 1 
hour), then buff with a wool cloth or floor polisher.

For maintenance:
 Restoring sheen (every 2-3 months): after 

cleaning the surface with a diluted solution of  
FILACLEANER (1:200), apply FILACLASSIC 
diluting 500 ml of product in 5 litres of water. Buff 
the surface when it is dry (after about 1 hour).

 Renewing protection (once a year): apply 
undiluted wax with a cloth, fleece pad or other 
applicator. Buff the surface when it is dry (after 
about 1 hour). 

FILACLASSIC
ECO-FRIENDLY LIQUID WAX

 MARBLE
 TERRAZZO
 TERRAZZO
 NATURAL STONE 
 TERRACOTTA

 Provides a splendid natural shine.
 Easy to apply and maintain.
 Protects surfaces from the effects of 
time.

 Does not degenerate with 
maintenance.

 Can be re-polished to enhance the 
shine.

 Protects floors in marble, travertine, 
and stone agglomerates including 
terrazzo.

 Revitalises the shine of polished 
finishes.

 An ideal first and final coat for the 
traditional treatment of terracotta and 
for routine maintenance.

Packaging
1 litre cans in boxes of 12.  
5-litre cans in boxes of 4. 

With one litre:

Terracotta                          30 m2                  
Stone                            30/40 m2

“Coverage shown is for guidance purposes only 
and refers to single coats”

COVERAGE  

WARNINGS
• Keep out of reach of children.   
• Do not disperse into the environment after use.  
 Not recommended for use on outdoor surfaces or 

in damp environments and where water remains 
(bathrooms, showers).

TEMPERATURES
Storage temperature: from 5° to 30° C
The product must be applied to material with a temperature 
of between 10° and 30°C.

COMPOSITION
Emulsion of natural and synthetic waxes in water, non 
ionic emulsifier, polymer suspension, fragrance and 
additives (preservative, anti-foam agent and wetting 
agent).

LABELLING
No safety and risk labelling or instructions are 
required, as the product is not classified as hazardous 
under current regulations.

Contains: 2,2,2”-(Hexahydro-1,3,5-triethyl-1,3,5-
triazine-1,3,5) triethanol.
May produce an allergic reaction.

TECHNICAL FEATURES
Appearance: liquid
Colour: milky white
Odour: floral bouquet
Density: 1.001 kg/l
pH: 8.1

This information is the result of our most up-to-date 
technical know-how and is based on ongoing laboratory 
research and testing. Nevertheless, for reasons beyond 
our control, any suggestions always require appropriate 
analysis, testing and monitoring. Fila shall not accept 
any responsibility for improper use of its products.

REV. 00 - 08/05/2014
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ADVANTAGESWHAT IT’S FOR HOW TO USE IT

FILAMATT
NATURAL-EFFECT PROTECTIVE WAX

TERRACOTTA
QUARRY TILES
 AGGLOMERATES

 Provides natural finish.
 Highly concentrated: can be diluted 
according to requirements.

 Can be polished to achieve a satin 
finish.

 Completely removable.
 Has a high self-levelling capacity.

 For floor maintenance and matt finish 
for treatments of terracotta, quarry 
tiles, tumbled marble and natural 
stone floors.

 The ideal finishing coat after the 
application of a water-based water-
proofing sealer.

 Ideal on internal walls in brick and 
natural stone to prevent flaking.

WARNINGS
• Keep out of reach of children.   
• Do not disperse into the environment after use.  
• Store at room temperature.; Protect can from frost.

TEMPERATURES
Storage temperature: from 5° to 30° C
The product must be applied to material with a temperature 
of between 10° and 30°C.

COMPOSITION
Aqueous emulsion of hard waxes and polymers 
with addition of matting agent and other appropriate 
additives.

LABELLING
No safety and risk labelling or instructions are 
required, as the product is not classified as hazardous 
under current regulations.

Safety data sheet available on request for 
professional users.

TECHNICAL FEATURES
Appearance: liquid
Colour: milky white
Odour: flowery
Density: 1.004 kg/l
pH: 8.9

This information is the result of our most up-to-date 
technical know-how and is based on ongoing laboratory 
research and testing. Nevertheless, for reasons beyond 
our control, any suggestions always require appropriate 
analysis, testing and monitoring. Fila shall not accept 
any responsibility for improper use of its products.

Packaging
1 litre cans in boxes of 12.  
5-litre cans in boxes of 4. 

With one litre:

Terracotta                          30 m2                  
Stone                             30/40 m2

“Coverage shown is for guidance purposes only 
and refers to single coats”

COVERAGE  

For the protection of floors and bare walls: 
Dilute FILAMATT slightly to make it more fluid and 
easier to apply by adding a glass of water per litre of 
product. On a clean and dry surface, apply one even 
coat of FILAMATT using a fleece pad or cloth (brush).
Wait until completely dry (about an hour) and then apply 
a second coat in the opposite direction to the first (i.e. 
horizontal if previously applied vertically or vice-versa). 
The floor can be walked on after one hour. For a greater 
sheen, buff with a floor polisher or a wool cloth. If 
treating terracotta and highly absorbent natural stone 
(limestone, sandstone, old quarries, rough quartzite), 
we recommend a base coat of a water-proofing product 
such as FILAFOB or FILAW68. 
For maintenance: 
Restoring finish (every 2-3 months): after cleaning 
the surface with a diluted solution of FILACLEANER 
(1:200), apply FILAMATT diluting 500 ml of product in 5 
litres of water. The floor can be walked on once it is dry. 
Restoring protection (once a year): apply slightly diluted 
wax (200 ml of water per litre of product) using a fleece 
pad, cloth or other applicator. The floor can be walked 
on once it is dry. 
For Anti-flaking treatment: apply an even coat of undiluted 
FILAMATT to the dry floor using a paintbrush. The treated 
surface will be dry after approximately one hour.      

Caution: 
The product can be removed by using the specific 
wax-remover for water-based waxes FILAPS87. Not 
recommended for use on outdoor surfaces or in damp 
environments and where water remains (bathrooms, 
showers). The product can change the appearance of the 
material, first spot test a small area to check for any changes.  

REV. 01 - 28/02/2017
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ADVANTAGESWHAT IT’S FOR HOW TO USE IT
No dilution required: ready to use.
Application:
Shake well before use and apply using a spray. To 
ensure perfect crystallization, clean the floor and 
remove any wax residues before applying. 
1. Wash the floor with FILAPS87 dewaxing, 
degreasing detergent. Rinse thoroughly and leave 
to dry.
2. Once the surface clean and dry, spray a small 
amount of FILAKRISTALL PLUS over a limited 
area (around 2 sq.m). Immediately work the product 
evenly over the surface using a single-disc 
machine fitted with a white disc (recommended 
speed 150 rpm). As soon as the disc encounters 
resistance, replace it with a stainless steel wool disc 
and continue for a few minutes until the polished 
effect is achieved (recommended speed 400 rpm). 
Repeat the procedure for the rest of the surface to 
be treated.
3. Remove the steel wool fibres by wiping the 
surface with a microfibre or soft cotton cloth. 
4. Repeat the above procedures until you reach the 
required level of sheen.
5. When completed, dry-polish using a single-disc 
machine fitted with a soft white microfibre disc or a 
white disc and a dusting cloth.

FILAKRISTALL PLUS
PROFESSIONAL CRYSTALLIZER

 POLISHED MARBLE
 POLISHED 
AGGLOMERATES
 NATURAL STONES 
POLISHED LIMESTONE

 Rapidly restores the natural sheen 
to materials.

 Easy to apply and maintain.
 Keeps the surface shiny while 
making it resistant to wear.

 Anti-slip polishing.
 Increases traffic resistance.
 Worn material easily and quickly 
regains over 90% of its original 
shine (mean value obtained with lab 
testing).

 Professional product which restores 
sheen to worn surfaces.

 Ideal for crystallizing natural 
polished limestone (marble, 
travertine) and polished 
agglomerates.

Packaging
1-litre cans in boxes of 6. 

With one litre:

                                           50 m2

“Coverage shown is for guidance purposes only 
and refers to single coats”

COVERAGE  

WARNINGS
• Acidic product
• Use protective goggles and rubber gloves.
• Separation of the product in no way compromises 
its effectiveness.
• Avoid contact with eyes and skin.
• Product in emulsion. Do not freeze.

TEMPERATURES
Storage temperature: 10° to 30°C
The product must be applied to material with a 
temperature between 10° and 30°C.

COMPOSITION
Water-based emulsion of natural and synthetic 
waxes, non-ionic surfactants, polymer suspension, 
inorganic acid.

LABELLING
Signal words: Warning

Harmful if swallowed. Causes serious eye 
irritation. Harmful to aquatic life with long 
lasting effects. 

If medical advice is needed, have 
product container or label at hand. Keep 
out of reach of children. Avoid release into 
the environment. Wear protective gloves/
protective clothing/eye protection/face protection. 
IF SWALLOWED: Call a POISON CENTER or doctor 
/ physician if you feel unwell. Dispose of contents 
/ container in accordance with official regulations. 
Contains: ESAFLUOROSILICATO DI MAGNESIO
TECHNICAL FEATURES

Appearance: liquid
Colour: cream/hazelnut
Odour: characteristic
Density: 1.09 kg/l
Solubility: soluble in water
pH: 2.1

This information is the result of our most up-to-date 
technical know-how and is based on ongoing laboratory 
research and testing. Nevertheless, for reasons beyond 
our control, any suggestions always require appropriate 
analysis, testing and monitoring. Fila shall not accept any 
responsibility for improper use of its products.

Caution: Avoid leaving water to stand on the floor or 
allowing the product to drip from the container. Do 
not use on non-limestone surfaces such as granite, 
quartzite or sandstone in general.
Avoid contact with materials such as wood, 
terracotta, ceramic and metal (edges in steel and 
aluminium). Carry out a spot test beforehand to 
check the effect of the treatment.

REV. 00 - 08/05/2014
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ADVANTAGESWHAT IT’S FOR HOW TO USE IT
For protecting surfaces
Apply a coat of product evenly and 
continuously to a clean dry floor, using a fleece 
pad, cloth or other applicator. Wait 1 hour. 
Then apply a second coat at right angles to 
the first. When dry, the floor will shine without 
requiring polishing. 
If treating highly absorbent natural stone 
(limestone, sandstone, terracotta), we 
recommend a base coat of FILAFOB or 
FILAW68. Wait 24 hours before applying 
FILALONGLIFE.
For maintenance:
Restoring sheen (every 2-3 months): after 
cleaning the surface with a diluted solution of 
FILACLEANER (1:200), apply FILALONGLIFE 
diluting 500 ml of product in 5 litres of water. 
The floor can be walked on once it is dry. 
Restoring protection (once a year): remove wax 
from the surface using FILAPS87 detergent 
diluted 1:5. Rinse. Apply FILALONGLIFE 
to the dry and clean floor undiluted, using a 
fleece pad or other applicator. The floor can be 
walked on once it is dry. 

FILALONGLIFE
GLOSSY PROTECTIVE WAX

TERRACOTTA
QUARRY TILES
 SLATE
 STONE AND 
AGGLOMERATES
RUBBER AND PVC
LAMINATE FLOORING
 LINOLEUM
 RESIN

 No need to polish.
 High adhesion capacity.
 Easy application.
 Can be undiluted or diluted as 
necessary.

 Maintenance can be carried out using 
a single-disc cleaning machine at 
high speed.

 Protects floors subjected to high 
traffic.

 Ideal for protecting unpolished natural 
stone, granite and terracotta floors.

 Generates a high-gloss and ultra-
protective polymer surface film.

 Ideal for protecting polished natural 
stone floors in public areas.

 Perfect on floors of resilient type 
(rubber, PVC...)

Caution:
Do not walk on floor while it’s drying and do not repeat application on treated areas which are not yet dry.
To remove this wax, use the specific wax-remover FILAPS87.
The use of Filalonglife on rustic ground terracotta should be assessed each time depending on the characteristics of the terracotta.  
Not recommended for use on outdoor surfaces or in damp environments and where water remains (bathrooms, showers).

Packaging
1 litre cans in boxes of 12.  
5-litre cans in boxes of 4. 

WARNINGS
• Keep out of reach of children.   
• Do not disperse into the environment after use.  

TEMPERATURES
Storage temperature: from 5° to 30° C
The product must be applied to material with a temperature 
of between 10° and 30°C.

COMPOSITION
Aqueous emulsion of metallic polymers, polyethylene 
waxes, wetting resins, plasticisers, perfume and 
additives (preservative and anti-foam agent).

LABELLING
No safety and risk labelling or instructions are 
required, as the product is not classified as hazardous 
under current regulations.

TECHNICAL FEATURES
Appearance: liquid
Colour: milky white
Odour: fresh fragrance
Density: 1.035 kg/l
pH: 8.6

This information is the result of our most up-to-date 
technical know-how and is based on ongoing laboratory 
research and testing. Nevertheless, for reasons beyond 
our control, any suggestions always require appropriate 
analysis, testing and monitoring. Fila shall not accept 
any responsibility for improper use of its products.

REV. 00 - 08/05/2014

With one litre:

Terracotta                         30 m2                  
Stone                            30/40 m2

Rubber/PVC, plastic laminates, Linoleum, Re-
sin (undiluted)                        30 m2      
Rubber/PVC, plastic laminates, Linoleum, Re-
sin (diluted 1:10)                        300 m2      

“Coverage shown is for guidance purposes only 
and refers to single coats”

COVERAGE  
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ADVANTAGESWHAT IT’S FOR HOW TO USE IT

FILALONGLIFE
GLOSSY PROTECTIVE WAX

Caution:
Not recommended for use on floors or in 
damp environments and where water remains 
(bathrooms, showers).

No dilution required.
When treating terracotta:
After the base coat of FILAES82 or 
FILACLASSIC, apply 2 coats of NATURWAX, 
8 hours apart. Use a normal synthetic sponge, 
or a wide, flat brush and cloth. Once dry, buff 
with a floor polisher or a wool cloth. You can 
then complete the treatment with a finishing 
wax of your choice: FILACLASSIC, FILASATIN, 
FILAMATT, FILALONGLIFE.

If restoring coloured cement tiles or tumbled 
marble:
After a base coat of HYDROREP, apply one 
coat of NATURWAX using a normal synthetic 
sponge, or a wide, flat brush and cloth. Once 
dry, buff with a floor polisher or a wool cloth. You 
can then complete the treatment with a finishing 
wax of your choice: FILACLASSIC, FILASATIN.

On doorsteps, windowsills and stone slabs 
etc.
Apply with a dry cloth and continue rubbing until 
completely dry. The surface will be waterproof 
and shiny

FILANATURWAX
SOLID WAX FOR TERRACOTTA 

TERRACOTTA
 UNPOLISHED STONE 
AND AGGLOMERATES

 Also perfect for small surface areas: 
worktops, vanity tops, etc.

 Easy to apply: just use a sponge.
 Ideal for tumbled marble.
 It is available colourless, yellow or 
brown (coloured version is only for 
terracotta).

 For treating and protecting 
terracotta,marble and natural stone 
floors.

 Excellent for traditional treatment of 
terracotta: nourishes, protects and 
enhances.

 Provides warm tone to terracotta.

With one litre:

Terracotta                         20 m2                  
Stone                                  20 m2

“Coverage shown is for guidance purposes only 
and refers to single coats”

COVERAGE  

Packaging
1-litre cans in boxes of 12. 

WARNINGS
• Keep out of reach of children.   
• Do not disperse into the environment after use.
• During the winter period, wax may turn solid. In this case, all 

you need is move it close to a radiator or immerse it in warm 
water to soften it. It is advisable to mix it then before using it.

• Do not heat with naked flame, as paste waxes are 
flammable.

• The use of a single-disc cleaning machine is permitted only 
if it is perfectly undamaged.

TEMPERATURES
Storage temperature: from 0° to 25° CThe product must 
be applied to material with a temperature between 10° 
and 30°C. The product must be applied to material with a 
temperature between 10° and 30°C.

COMPOSITION
A suspension of natural and synthetic waxes in de-
aromatised hydrocarbon solvent, tinted with specific 
colourings. 

LABELLING
Warning: Warning
Hazard indication:
Flammable liquid and vapour. Repeated 
exposure may cause skin dryness or 
cracking.
Caution recommendations:
If medical advice is needed, have product container 
or label at hand. Keep out of reach of children. Keep 
away from heat/sparks/open flames/hot surfaces. 
No smoking. Keep container tightly closed. Wear 
protective gloves/protective clothing/eye protection/
face protection. Dispose of contents/container in 
accordance with official regulations.

TECHNICAL FEATURES
Appearance: pasty
Colour: neutral-yellow- brown
Odour: light, solvent smell
Density: 0.79 kg/l
Flash point: 40 °C.

This information is the result of our most up-to-date 
technical know-how and is based on ongoing laboratory 
research and testing. Nevertheless, for reasons beyond 
our control, any suggestions always require appropriate 
analysis, testing and monitoring. 
Fila shall not accept any responsibility for improper use 
of its products.

REV. 00 - 08/05/2014



46

ADVANTAGESWHAT IT’S FOR HOW TO USE IT
Dilution: either undiluted or diluted 
according to requirements.

Using a cloth or other applicator, apply 
an even layer of the product onto a clean 
dry floor surface. After one hour, apply a 
second coat at right-angles to the first. The 
floor is ready to walk on after about half-
an-hour. For better sheen, buff with a floor 
polisher or a lint free cloth.

An initial protection coat of FILAFOB 
water-repellent protector is recommended 
on highly absorbent terracotta and stone 
(such as limestone, sandstone and 
travertine) or FILAW68.

For maintenance:
Restoring sheen (every 2-3 months): 
after cleaning the surface with a diluted 
solution of  FILACLEANER (1:200), apply 
FILASATIN diluting 500 ml of product in 
5 litres of water:  For greater shine, wait 
till floor is dry (after about 1 hour) and buff 
with a wool cloth or floor polisher.

Renewing protection (once a year): apply 
undiluted wax with a cloth, fleece pad or 
other applicator. Buff the surface when it is 
dry (after about 1 hour).

FILASATIN
SATIN-EFFECT PROTECTIVE WAX

TERRACOTTA
QUARRY TILES
UNPOLISHED STONE 
AND AGGLOMERATES

 The product is self-polishing, but 
can also be polished to restore or 
increase shine.

 A 3-in-one solution: protects, 
maintains and gives floors an 
excellent finish.

 Original new satin look.
 Ideal to create prestigious floors: 
enhances the beauty of the surface.

 Easy to apply and maximum 
coverage.

 Does not degenerate with 
maintenance.

 Protects unpolished natural stone 
(limestone, sandstone, slate, etc.) 
vitrified quarry tiles and various types 
of terracotta.

 Ideal both for treatment and 
maintenance.

With one litre:

Terracotta                         30 m2                  
Stone                            30/40 m2

“Coverage shown is for guidance purposes only 
and refers to single coats”

COVERAGE  

WARNINGS
• Keep out of reach of children.   
• Do not disperse into the environment after use.  
• Protect can from frost. Store at room temperature.

TEMPERATURES
Storage temperature: from 5° to 30° C
The product must be applied to material with a temperature 
of between 10° and 30°C.

COMPOSITION
Emulsion of synthetic wax, polymer suspensions, 
fragrance and appropriate additives.

LABELLING
No safety and risk labelling or instructions are 
required, as the product is not classified as hazardous 
under current regulations.

Contains: 2,2,2”-(Hexahydro-1,3,5-triethyl-1,3,5-
triazine-1,3,5) triethanol. 
May produce an allergic reaction.

TECHNICAL FEATURES
Appearance: liquid
Colore: milky white
Odour: floral bouquet
Density: 1.010 kg/l
pH: 8.1

This information is the result of our most up-to-date 
technical know-how and is based on ongoing laboratory 
research and testing. Nevertheless, for reasons beyond 
our control, any suggestions always require appropriate 
analysis, testing and monitoring. Fila shall not accept 
any responsibility for improper use of its products.

Packaging
1 litre cans in boxes of 12.  
5-litre cans in boxes of 4. 

Caution:
Not recommended for use on outdoor surfaces or 
in damp environments and where water remains 
(bathrooms, showers).

DO/LB 14 REV. 00 - 08/05/2014
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ADVANTAGESWHAT IT’S FOR HOW TO USE IT
No dilution required: ready to use.

Application: 
1. Shake before use. Pour onto a cloth 
and wipe over the surface to be cleaned. 
Rub hard for a few seconds until it dries 
completely

FORMULA MARMO
CREAM CONDITIONER FOR MARBLE

POLISHED STONE AND 
AGGLOMERATES

 Extremely easy to apply.
 Highly effective with immediate 
results

 Ready to use: no dilution required.
 Makes the surface pleasant to touch

 Cleans and protects small surfaces 
in marble, granite and agglomerate: 
shelves, windowsills, tables, 
bathroom tops, etc.

 Removes limescale residues left by 
water.

 Restores the shine to worn polished 
surfaces.

Packaging
250-ml bottles in boxes of 12. 

WARNINGS
• Keep out of reach of children.   
• Do not disperse into the environment after use.  

TEMPERATURES
Storage temperature: from 5° to 30° C
The product must be applied to material with a temperature 
of between 10° and 30°C.

COMPOSITION
Synthetic and natural waxes (bees’ wax), soap, 
water-soluble solvents, silicon oil, fragrance, water 
and de-aromatised hydrocarbon solvent. 

LABELLING
Warning: Warning

Hazard indication:
May cause drowsiness or dizziness. Repeated 
exposure may cause skin dryness or cracking.

Caution recommendations:
If medical advice is needed, have product container or label 
at hand. Keep out of reach of children. Use only outdoors 
or in a well-ventilated area. IF INHALED: remove person to 
fresh air and keep comfortable for breathing. Call a POISON 
CENTER / doctor / . . . / if you feel unwell. Store in a well-
ventilated place. Keep container tightly closed. Store locked 
up. Dispose of contents / container in accordance with 
local/regional/national/international regulation. Contains: 
de-aromatized mineral turpentine, PROPYLENE GLYCOL 
MONO METHYL ETHER

TECHNICAL FEATURES
Appearance: creamy fluid
Colour: milky white
Odour: honey fragrance
Density: 0.94 kg/l
solubility in water: completely soluble

This information is the result of our most up-to-date 
technical know-how and is based on ongoing laboratory 
research and testing. Nevertheless, for reasons beyond 
our control, any suggestions always require appropriate 
analysis, testing and monitoring. Fila shall not accept 
any responsibility for improper use of its products.

Caution:
Never apply on floors
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Member of:

FILAGROUP ∙ italia ∙ france ∙ united kingdom ∙ españa ∙  deutschland ∙ united states ∙ middle east
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FILA products are sold by top flooring retailers and builder’s merchants.

Download APP 
FILA Solutions

filasolutions.com

Fila Industria Chimica S.p.a.
Via Garibaldi, 58
35018 San Martino di Lupari (Padova) - Italy
t +39 049 9467300  f +39 049 9460753
e info@filasolutions.com

Fila Chemicals USA, Corp.
Miami, FL 33172
t +1 305 513 0708
e filausa@filasolutions.com

Fila Deutschland Vertriebs GmbH
D-89312 Günzburg 
t +49 8221 2068314
e filadeutschland@filasolutions.com

Fila España Industria Química S.L.
12592 Chilches (Castellón)
t +34 964.590101
e filaespana@filasolutions.com

Fila France S.a.r.l.
5 Avenue Lionel Terray
Le Mas des Entreprises Bat A1 69330 MEYZIEU  
t +33 (0)4.72.46.01.74
e filafrance@filasolutions.com

Fila Industria Chimica SpA Middle East Branch
PO Box 309138 • Dubai, UAE
t +971 44 542 642
e filamiddleeast@filasolutions.com

Fila Surface Care Products Limited
PO Box 160 - SY8 9BR Ludlow
United Kingdom
t +44 1584 87 72 86
e filauk@filasolutions.com
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